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EXECUTIVE SUMMARY

This study of hydroelectric development at Jackson Mills and Mine
Falls Dams in Nashua, New Hampshire, is contained in two volumes: Volume
1 - Jackson Mills Dam and Volume 2 - Mine Falls Dam.

This report, Volume 2, has determined that hydroelectric development
at Mine Falls Dam is fe351b1e. The New England Division's role in the
project was to give technical assistance to the City of Nashua. This re-
connaissance report will form the basis for any additional actions taken

by the city for hydropower development.

Hydroelectric power was generated at the Nashua Manufacturing Mills
t the terminus of the Mine Falls canal system until the 1550's. Then,
cheap oil became readily available and generation ceased. The region's cur-
ent dependence on expensive 1mpnr+pd 0il, however, has arocused new interest
in using New England's numerous rivers for hydroelectric power. Senator
John A. Durkin of New Hampshire requested this study of hydroelectric fea-
sibility to once again use Mine Falls to generate electricity. Specific
authority is contained in a resolution, dated 6 December 1978, by the U.S.
Senate Committee on Environment and Public Works.

is Dam and associated canal were constructed between 1822 and
1825. A new gatehouse was built at the head of the canal in 1886, and ex-
toanci R

»mad An +tha Ada Ain +tha Ta+a 1Q02N1te
G Cn tn€ Gam 1n Tne iate 154u's.

At Mine Falls, a total of nine alternatives were considered for
hydroelectric development. After assessing the impacts and engineering
constraints, two plans were looked at in detail: (1) hydroelectric devel-
opment at the damsite and (2) development along the canal about one mile

downstream of the dam.

Development at the dam appears to be the most practlcal and feasible,

as it would not disturb or be associated with the UpeldLlUH and mainten-
ance of an old and delicate canal system.

The recommended plan for hydroelectric development at Mine Falls
would locate a new powerhouse approximately 500 feet downstream from the
dam along the southern bank of the river. An exposed penstock would ex-
tend from the south abutment of the dam along the river edge to the power-
house.

The powerhouse would contain two horizontal shaft propeller turbines
with runners of 125C-mm dLQMCLcL, €éach capable of p3351ng 330 cfs Luluugu

an average head of 26.5 feet. The installed capacity is 1180 kw, and the
average annual energy venerar1nn is estimated to be 5,540,000 kwh. The

plant would be operated as an automatic run-of-river 1nstallat10n with no
manned control room.



Environmental impacts of the recommended plan would be mainly
those associated with the terrestrial environment and would be
moderate in nature. Impacts on the aquatic ecosystem would be
minor. The ground near the river, having surface bedrock and being
frequently flooded, is an unlikely location for significant archaeo-
logical resources. Historical significance of the dam would require
hydroelectric development at the site to complement the features of

the existing structures.

Three possible marketing methods are discussed in this report:
(1) sale to the grid system of the total power produced, (2) wheel-
ing of power (paying a utility for the use of its transmission lines),
(3) installing direct transmission lines, with provisions for standby
power. The first plan, sale to the grid, would appear to be the best

overall marketing method.

It was assumed for this analysis that the project would be fun-
ded and managed by the City of Nashua and that power would be sold
directly to the Public Service Company of New Hampshire at the estab-
lished rate of 4¢/Kwh. The project is expected to have a minimum
life span of 40 years.

Total capital costs of the recommended plan are estimated at
$2.26 million. Annual operation and maintenance are estimated at
$40,200. Revenue from the sale of power is estimated to be $221,600
annually. Using a 6- -percent discount rate, the benefit-cost ratio

of the recommended alternatlve is 1.16.

Another benefit to the city would be its ownership of an infla-

tion-proof system: water is renewable and free. The hydroelectric
power generated at the dam renresents a savines in 0il of 339 000

o=iielaled 1 CpPpIresSeIits VALK S
i 4 5

gallons each year.
Now that the Corps of Engineers' role has ended, the next step

for the City of Nashua is procurement of a license from the Federal
Energy Regulatory Commission (FERC).
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INTRODUCTION

Scope of Study

This study has investigated engineering and financial feasi-
bility of reinstallation of hydroelectric power production at
Mine Falls on the Nashua River in Nashua, New Hampshire.

Alternative systems, sites, markets and finances were evalu-
ated to select the most desirable and financially feasible system.
The evaluation of financial feasibility was based on (a) hydrologic
and hydraulic characteristics of the Nashua River and the damsite,
and (b) the market value of generaucu POWET. The results of the
foregoing analyses served as the primary bases for comparison of
alternatives and ultimate selection of the recommended n1an

Authority

The authority for this study is contained in a resolution by
the United States Senate Committee on Environmental and Public
Works of 6 December 1978 at the request of Senator John A. Durkin
of New Hampshire. A copy of this resolution is attached hereto in

Appendix A.

Sources of Information

The Pre-Reconnaissance Report "Jackson Mills and Mine Falls
Dams, Hydroelectric Feasibility', June 1979, prepared by Anderson-
Nichols and Company, Inc. and the Corps of Engineers under Contract
DACW33-78-C-0345 Work Order No. 4 formed the basis for this report.

Information was obtained from Federal agencies including, the

Cad 17 A e A
U.s. f‘°""‘g‘cal Survey, the Federal Insurance t\\ull.!.llJ.DLLaLLUll, ana

the Federal Energy Regulatory Commission. At the state and local
level, information was compiled from the New Hampshire Water Re-
sources Board, Water Supply and Pollution Control Commission,
Department of Resources and Economic Development, Fish § Game De-
partment, the Governor's Council on Energy, the Public Utilities
Commission, the Nashua Mayor's office, Assessor's office and Plan-
ning Board. Nongovernment sources included the Public Service
Company of New Hampshire, Merrimack Valley Textile Museum, James
River-Pepperell Inc. and the Energy Law Institute at the Franklin
Pierce Law Center who provided useful information to this study.
Their cooperation is appreciated

(=R ER R )| rFesvaoLTe.



2.0

EXISTING FACILITIES AND BACKGROUND OF MINE FALLS DAM

Mine Falls Dam is situated on the Nashua River approximately 5.3
miles upstream from the confluence of the Merrimack and Nashua Rivers.
The dam is 1.3 miles upstream of the F.E. Everett Turnpike crossing of
the Nashua River and about 4.0 miles above Jackson Mills Dam. The
river flows easterly at this damsite. The dam is accessible by dirt
roads from Mine Falls Park or from Route 111 (West Hollis St.) in
Nashua. The site is shown on the Vicinity Map (Figure 1).

The dam and associated canal system were constructed between 1822
and 1825 to provide power for the Nashua Manufacturing Company mills
at the downstream terminous of the canal. A new gatehouse was built
at the head of the canal in 1886. The present dam is of "gravity"
type and is of quarried masonry with a concrete cap. The north end
wall of the dam is of concrete and dates from 1926, while the south
abutment is of rubble masonry and may be of the original construction.

Mine Falls Dam and appurtenances consist of a stone masonry,
gravity-type structure 325 feet in length with a stone masonry spill-
way crest. The crest elevation is a 154.9 feet (NGVD) with a crest
length of 145 feet. The south abutment consists of cemented stone
masonry with a concrete cap and is about 22 feet long. A plugged
2.5'" X 3.5" flume penetrated the stone masonry. The south "backward
J" training wall has a total length of 125 feet and leads to the gate-
house. The dam is approximately 24 feet in height. The outlet works
consist of five wooden gates approximately six feet wide by 9.5 feet
high. Three of the five gates are plugged with prefabricated concrete
blocks bolted in place. One gate is jammed and inoperable. The fifth
gate controls releases into the canal and mill pond. The outlet in-~
vert is at elevation 141 (NGVD) and is currently maintained in a par-
tially opened position. There is a head loss of approximately 7 feet
through the gatehouse:

The Phase I Inspection Report prepared for the Corps of Engineers
in March 1979 has determined that the dam is in fair condition. It
has been recommended that the following measures be taken at the dam:
reconstruct the north canal wall on competent foundation, repair
cracks in north end wall of the dam, and perform a technical inspec-
tion of the dam annually.

The dam is owned by the City of Nashua and inspected at frequent,
though irregular, intervals by the Nashua Department of Parks and
Recreation. No operation of the dam is performed and no formal main-
tenance program exists (Reference 1). The land use and apparent owner-
ship of abutting properties were obtained from the tax maps and
inventory card file available in the Nashua Assessor's office. The
information is presented on Plate 1 (Appendix F).
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The Land and Water Conservation Fund Act of 1965 (Public Law
88-578) provides: (1) matching grants for state recreation planning
and land acquisition and development, and (2) acquisition of lands
for federally administered parks, wildiife refuges and recreation
areas. It is administered by the Heritage Conservation and Recrea-
tion Service U.uuucx;y Bureau of Outdoor Recreation) of the Depatrt-
ment of the Interior. About 60% of the total fund provides grants
to states and their cities; counties; towns, etc., for the acquisi-

tion and development of pub11c outdoor recreation areas and facili-
ties. Lands of like dollar value and recreational significance can
be purchased to replace any land that is removed from recreational
use. Consideration of these regulations must be made as Mine Falls
Park was purchased using such funding.

Restoration of the Mine Falls Dam for hydropower redevelopment
should incorporate provisions to minimize any temporary or permanent
disturbance to the park; therefore, the architecture and landscaping

should be conceptually compatible and in harmony with the park atmos-
phere. Mine Falls Park is intended to be a recreational area provid-
ing boating, swimming, canoeing and hiking. For these reasons, the
water level and flow through the pond and canal must be maintained
at a desirable level to promote and encourage a majority of these
activities.
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3.2

3.3

General

The Nashua River watershed includes 34 communities in Mass-
achusetts and New Hampshire. The river is 57 miles long with the
South Branch flowing from the Wachusett Reservoir in Clinton, MA,
where it continues north to Lancaster, MA. joining the North Branch
and forming the main stem. From here the river flows north to
Nashua, NH, and ultimately into the Merrimack River. For three-
fourths of its iength it fiows through country consisting of fields,
wetlands and forests. (Reference 2).
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the confluence of the Merrimack and Nashua Rivers. At this point
the waters are diverted into a canal which parallels the Nashua
River through most of the park. (Reference 2). Immediately
below the dam there is a stretch of rapids and some small un-
developed islands. Located above the dam is the Mill Pond which
leads into the canal system. This area is known as Mine Falls

Park where canoeing, fishing, hiking and bicycling are permltted.
The park is covered with fairly dense stands of white pine, hemlock
and oak offering a pleasant forest atmosphere despite the fact that
its location is close to the downtown area of Nashua.

Topography

The basin has a total drainage area of 529 square miles, with
88 square miles being in New Hampshire, and 441 square miles in
Massachusetts.
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From the central valley of the main stem of the Nashua River
to the limits of the watershed, the landscape is broad, forested
and rural, with small towns and cities scattered throughout.

* A - A amtermame L m e mam . K . 2 T, 3 _
The gradient of the river is gentle, with the main stem dr pP-
i LI faran ZE miTlac dmesn
ping 105 feet from Lancaster tc the Merrimack River 35 miles down-
stream. (Reference 3).
Geology
————————

The bedrock of the Nashua River watershed is mostly granite,
and is covered with a mantle of soils consisting of sand, gravel

(9]
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and till which was placed as glacial drift or as interglacial deposits.
The basin is underlain by quartzites and schists which were metamor-
phosed during the collision of the North American and European plates
in the Early Paleozoic period, causing the general north-south orienta-
tion of the basin. (Reference Z).
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Soils present in the watershed include clay, peat and deep sandy
loams. Most of the river has between 6 and 8 feet of sludge covering
the bottom which may also extend a short distance up the banks at var-
ious places.

mnchire hac heen
shire na

IS UwvTas

The entire length of the Nashua River in New Ham
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assigned an objective water quality standard of Class C by the New Hamp-
shire Water Supply and Pollution Control Commission. Class C waters
are suitable for boating, fishing and industrial water supply. Pre-
sent water quality conditions in the river, however, do not meet the
required criteria for Class C waters. Based upon data collected by ..
the State of New Hampshire in 1977 and 1978 four miles upstream from
Mine Falls Dam at Hollis, New Hampshire, high concentration of total
coliform bacteria and phosphorous are primarily responsible for the
degradation. No data is available for the immediate area around Mine
Falls Dam. The bacterial contamination is of both human and animal
origins probably emanating from nonpoint sources and urban runoff.
Concentrations of nitrogen and phosphorous are very high, and biolog-
ical response is active with chlorophyl "A'" levels typically about

30 mg/M3 and as high as 150 mg/M3 Daytime dissolved oxygen levels
are always above 6 mg/l; pH varies within 0.5 units of neutrality;

and suspended solids range up to 15 mg/1.

in support of the development of a water quality management plan
for the Nashua River Basin, sediment sampling and analysis was per-
formed in 1973 by Camp Dresser § McKee, Inc. at two sites behind the

Lyl N S T S =7 Sanp LATSoTl Fan e v Airiv e &

Jackson Mills Dam. This survey revealed the existence of two types
of PCB's, dieldrin, DDT and trace metals including aluminum, chromium,
copper, mercury, lead and zinc in the sediments. The chlorinated hy-
drocarbons are very insoluble in water, with saturation concentration
of 1 to 2 (parts per billion), and toxic concentrations were not ex-
pected to exist in the water. The trace metals concentrations in the
sediments were not expected to induce toxic conditions of metals re-
lease.

Climatology

The Nashua River watershed lies between 420 and 43° north lati-
tudes with prevailing west to east winds, and northerly and southerly
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movements of tropical and polar air storm systems moving from west
to east cause local variations in temperature and precipitation.

Normal annual precipitation at Nashua, NH, is 42 inches, and
the average annual snowfall is 55 inches. The mean winter and sum-
mer temperatures are 30° F and 70° F, respectively.

Aquatic Ecosystem

The nearest Great Ponds (more than 10 acres) in the study area
are in Hollis, NH, approximately eight miles south of Nashua. They
are: (1) Flints Pond, 48 acres in size and private with no access
or use; and (2) Rocky Pond, 46 acres in size and also private with
no access or use.

The area of the Nashua River which includes the Mine Falis Dam
has not been stocked with trout by the NH Fish and Game Department.
A short-term fishery investigation was conducted on the Nashua River
by the State Fish and Game Department during the summer of 1974.
Four stations were sampled downstream of the Mine Falls Dam in the
area between the cpressing of the Everett Turnpike and Runnell's Dam.
The catch consisted of warmwater and non-game fish species, and was
representative of those types of species which are found in the New
Hampshire portion of the river. Brown and yellow bullheads were the
most numercus species netted. (Reference 4). Table 1 lists those
fish netted in the survey. It did not include any stations downstream
from the Mine Falls Dam to the confluence of the Merrimack River.

There is a potential to establish a fishery for smallmouth bass
and related warmwater species. However, the water quality of the riv-
er must improve from its present state in order for management of a
successful warmwater fishery.

In a subsequent survey performed in the summer of 1575, approxi-
mately 250 crayfish were live-trapped in the Nashua River at the Run-
nels Dam. (Reference 5). However, no other species were sampled for
in this survey.

Accordlng to the Nashua River Watershed Association, the only
areas in the watershed where gamefish are found are in the Nissitis-
sit and Squannacook Rivers which are tributaries of the Nashua River,
and are located south of Nashua, NH, in Pepperell and Townsend, MA,
respectively. Rainbow trout, brook trout, brown trout, bass and
pickerel are most commonly found in these rivers. However, the Nis-
sitissit and Squannacook Rivers are well beyond the scope of the
study area of Mine Falls.

Terrestrial Ecosystem

Within the overall area of the watershed, the vegetative cover
is primarily second-growth mixed hardwood/softwood forests. White



Table 1

List of Fish Netted in the Nashua River, August 1974,
N. H. Fish and Game Department

Yellow Bullhead Ictalurus natalis

Brown Bullhead Ictalurus nebulosus
Black Crappie Pomoxis nigromaculatus
Golden Shiner Notemigonus crysoleucas
Common Sunfish Eupomotis gibbosus
Common White Sucker Catostomus commersoni
Blue Gill Lepomis macrochirus
Yellow Perch Perca flavescens

Carp Cyprinus carpio




pine, red pine and hemlock are the common softwood species, and the

common hardwood species include red maple, silver maple, white oak,
willow, slippery elm and birch. In 1972, between 70 and 75 percent
of the total area of the watershed consisted of forests and primar-
ily wooded land. (Reference 3).

Common shrubs found along the streamsides and in wetlands are
button bush, sweet viburnum, witch hazel, blueberry, alder, sumac
and marsh lady slippers.

In Mine Falls Park, approximately one mile downstream from the
dam, there is a mixture of an old mature forest in a relatively dry
area and a bottomland forest. Table 2 lists the species present in

this area. The bottomland floodplain is toward the canal side, wit
the dominant species consisting of jewel-weed, ferns, red maple and
Virginia creeper. As one gets closer to the river, the terrain chan-
ges to a well-drained slope which 1s talrly steep There is a domi-
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nant understory of hornbeam, with scattered stands of mature plne and
a
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atively damp areas such as mountain laurel, 1ady sllppers and low
bush blueberry.

Also present are those species which are typically found in rel-

river. The d1ver51tv o : 1
the age of the stands, and also by the fact that there has not been
any type of disturbance on the site for years. Table 3 lists the
species found in this area.
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Common waterfowl species include mallard and black ducks which
can be found in Mine Falls Pond immediately upstream from the dam.

The Mine Falls area provides good habitat for a variety of birds,
including kingfishers and hawks. The park provides good cover and
habitat because of the diversity in vegetational cover around the carn-
al and the river which ranges from wet bottomland types to mature

softwoods and hardwoods.



Table

Vegetation Approximately One Mile Downstream From Mine Falls Dam

Acer rubrum
Ulmus americana
Pinus strobus
Quercus alba

Impatiens pallida

Cornus alterniflora
Parthenocissus quinquefolia

Tilia americana
Ostrya virginiana
Picea glauca

Solanum dulcamara
Quercus rubra

Acer saccharum
Viburnum acerifolium
Taxus canadensis

Berberis thunberb1

Corylus americana
Rubus sp.

Prunus sp.

Kalmia latifolia
Vaccinium sp.
Castanea dentata
Betula lenta
Gaultheria procumbens

(‘\m-rw nnrl-n um onan" )
PIipo

chogodlum
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Red Maple

American elm

White pine

White oak

Jewelweed
Alternate-Leaf Dogwood

Vi rcn nia ("'Nspnpr

Amerlcan basswood
Hornbeam

White Spruce
Bittersweet Nightshade
Red oak

Sugar maple

Mapieleaf Viburnum
American Yew

nanaca Rarharwny
Jayuaua S SaroeIrY

American Hazelnut
Raspberry

Cherry

Mountain laurel
Blueberry

American chestnut
Black birch
Redberry Wintergreen
Lady's Slipper
Ground pine



Hamamelis virginiana

Quercus alba
Quercus rubra
Kalmia latifolia
Castanea dentata
Acer Tubrum
Betula papyrifera
Pinus strobus
Tsuga canadensis

11

Common Witch-Hazel
White Oak

Red Oak
Mountain Laurel

A mcal amen ahas

AllICIiCadll LIIeD
Red maple

mapl
American white birch
White pine

Eastern hemlock
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3.8 Cultural Resources

3.9

Though no prehistoric sites are reported in the immediate
vicinity of the Mine Falls project area, local histories refer
to 17th century mining of lead for bullets on Mine Island, by
the Pennacooks. The area around the falls would have been a
likely camping place for both prehistoric and contact period
inhabitants of the region, particularly during times of anad-
romous fish runs. The riverbank immediately below the falls is
frequently flooded, poorly drained soils with numerous glacial
erratics and bedrock outcrops, and would be unlikely to contain
prehistoric resources. The level area at the top of the river
terrace, however, is well-drained sandy, loam and much more
likely to contain prehistoric or contact period archaeological
sites.

In 1682, Hezekial Usher attempted to mine lead and bog iron
on the island, but did not obtain sufficient quantities to con-
tinue operations. A mill was built at the falls before 1700,
and a smaii settiement developed in the area during the 18th
century.

A dam and canal were constructed between 1822 and 1825, to

in the center of the city. A new gatehouse was built at the canal
head in 1886. The present dam is of '"gravity'" type and is of
quarried masonry with a concrete cap. It may date from the same
time as the gatehouse rebuilding (1886). The north end wall of
the dam is of concrete, and dates from 1926, while the south abut-
ment is of rubble masonry, and may be original construction. A
sluice of 2.5 ft. x 3.5 ft. x 30 ft. upstream length is built

into the dam near the south abutment.

The 19th century features of the Mine Falls Dam and canal
may be eligible for inclusion in the National Register of His-
toric Places, as an example of an essentially intact early hydro-
power system with considerable importance in local and regional
history. There is a slight possibility that some remains of the
17th and 18th century waterpower features at this site were in-
corporated within the 19th century features at the site.

Rare and Endangered Species

The following plant species have been reported to be present
at stations in the area of Nashua, NH. They are considered rare
by the New England Botanical Club as reported in the 1978 pub-
lication from NEBC entitied: ‘'‘Rare and Endangered Vascular Plant
Species in New Hampshire.'" However, as some of the stations date
back to the 1800's, the presence of these plants is questionable.
They were not found in the vegetation surveys done for the listings
provided in Tables 2 and 3.

12



It should be noted that, at present, none of these are on the
Federal list of endangered plants for this area or are they being
proposed for inclusion on this list.

Zizania aquatica L. var. angustifolia Hitche - wildrice
Allium canadense L. - wild garlic
Prunus americana Marsh - American plum

_Tephrosia virginiana L. Pers. - Goat's Rue
Xanthoxylum americanum Miller - Northern Prickly Ash
Viola pedata L. var. Lineariloba DC - Birdfoot violet

No rare and/or endangered faunal species are known to exist
in the vicinity of the Mine Falls Dam:

13



4.0 HYDROLOGY

4.1 Watershed Description

The City of Nashua is located on the southern New Hampshire
boundary approximately 12 miles north of Lowell, Massachusetts. The
city straddles the Nashua River at its point of discharge to the
Merrimack River. The city is located on a gently sloping low plateau
that is characterized by stratified and unstratified material of silt,
sand and gravel that were deposited by the meltwaters of a retreating
glacial ice sheet. Elevations range from approximately 100 feet
(NGVD) at the mouth of the river to 426 feet NGVD on Gilboa Hill, the
highest point in town. The Nashua River basin has a total watershed
area of 529 square miles located within the states of Massachusetts
and New Hampshire. Portions of the watershed lie in the following
counties: Worcester and Middlesex Counties, Massachusetts and Hills-
borough County, New Hampshire. The Nashua River has two principal
branches: the south or main branch originating north of Worcester at
the Wachusett Reservoir Dam in Clinton and the north branch formed by
the junction of the Whitman River and Flag Brook in West Fitchburg.
The two branches join in Lancaster, Massachusetts, and flow north-
easterly to the Merrimack River at Nashua, New Hampshire.

Though the gross watershed area of the Nashua River is 529
square miles, the Wachusett water supply reservoir diverts the run-
basin to the Boston MDC water supply system. With the exception of
very infrequent spillage, the only discharge from Wachusett Reservoir
to the Nashua River is a prescribed minimum release of about 3 cfs.
Therefore, the net effective drainage area of the Nashua River is 414
square miles. The most westerly headwater region of the watershed
lies on the easterly slope of the "Berkshire" hills resulting in a
hydrologically "flashy' North Nashua River. However, the mainstem
Nashua River has a very flat gradient, for New England Rivers, with
extensive swamps and natural valley storage areas, resulting in an
overall hydrologically '"sluggish' river basin.

The average annual temperature in the Nashua River basin is
about 50° F varying from a seasonal average in the winter of about
300 to 700 in the summer. Extremes range from highs of near 1000 F
to lows in the minus 200s. There are about 150 days per year with
temperatures below 32° F. Average annual precipitation is about 42
inches, occurring quite uniformly throughout the seasons; however,
some of the winter precipitation occurs as snow with an average an-

nal cnowfall Aaf ahant 585 inchac
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4.2 Streamflow
The average annual runoff in the Nashua River basin is about

24 inches of nearly 60 percent of annual precipitation. This amount
of runoff is equivalent to an average runoff rate of between 1.7 and
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age flow at Nashua, from the net dralnage area of 414 square miles,
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in about 40 percent of the annual runoff during the spring months -
March, April and May. Flows are usually lowest during July, August

and September.

The U.S. Geological Survey has recorded flows on the Nashua Riv-~

er at East Pepperell, Massachusetts, (net drainage area equals 316
square miles) continuously since 1535. The long term average at this
c+atinn 1e¢ CCT7 ~Ffc Avramaca manthly and mavimmm and minimim dailv
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flows at the station site are listed in Table 4. The peak discharge
at the gage was 20,900 cfs on 20 March 1936. The minimum flow was

1.1 cfs on 13 August 1939. A flow duration curve for the period of
record (1936-1977) is shown in Figure B-1 (Appendix B). The four
other flow-duration curves presented in Figure B-1 illustrate the

wettest and dryest years on record, 1956 and 1965, respectively, and
the months of April and September for the period 1936-1571. These
mrsamrmne chaur +ha aowantan cancennal and annnial variatinong in flow
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Because the study site at Nashua is located considerably down-
stream of the East Pepperell gaging station, with an intervening 89
square miles of drainage area, a flow duration curve at Nashua was
developed based on the East Pepperell curve adjusted for the added

area. Adjustment was based on intervening drainage area and mean
basin elevation using the procedure presented by S.L. Dingman (Ref-
Aaran~cra £) Thie nraradiima vractil+ad 9n lAauwar Flnwe a+ Nachiia +than
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would be comnuted using a ratio nf net dIAinage area and was,; there-

purpose of this fe351b111ty study. The adopted flow duration curve

for the Nashua River at Nashua is shown as Figure B-2 (Appendix B).

Although a small increase in drainage area occurs .between Jackson

Mills Dam and Mine Falls Dam, the same flow duration curve was con-
< n T

charge Elimination System (NPDES) prov151ons for the river at the

James River Pepperell Company just upstream of the USGS gage at East
Pepperell, Massachusetts. According to the Company's NPDES permit,
effective until February 1982, the James River - Peppereil Company

x B e P — . __ _ — R o P, £ .. 2 ate TNNacsnss mcan

is required to pass a minimum of 60 cfs or a fiow into Peppereill
DAand Dwinw +~ 1077 +haiw Anawa+inn wac rannmivroad $A NMace anNNrAyYl -
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mately 15 cfs. Thus, it is possible that the low flow portion of

the computed flow duration curve will change, however, any change

would be in the very low flow range of the “duration curve and should
have no effect on the estimates of hydropower potential.



TABLE 4

Avg. Flow Z of

(cfs) Annual Runoff
—fLcfs) :

578 8.6
616 9.2

1,125 16.7

1,247 i8.6
720 10.7
454 6.8
260 3.9
206 3.1
242 3.6
269 4.0
442 6.6
360 8.3
560

Pt
(o)}

N
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4.3

Hydropower Potential

The hydropower potential of a volume of water is the product of
its weight and the vertical distance it can be lowered. Water power
is the physical effect of the weight of falling water. It is con-

sidered a source of power when it can be feasibly harnessed to per-
form useful work - particularly turn wheels and generate electricity.
The amount of water power developed from any stream, river, or lake
is measured primarily by: (1) the available rate of water flow and

(2) the head that is available. Both the rate of discharge and the

head are quantities which may fluctuate. It is therefore the magni-

tude of these two gquantities and their variability that determine the
potential energy of a site and its dependability.

The rate of power generation, at any point in time, 'capacity",
normally measured in kilowatts, is determined by the classic formula:
EHQ
P =11.8
where:
P = Power or capacity in kilowatts
E = Combined turbine and generator efficiencies
Q = Rate of discharge in cubic feet per second
H = Net hydraulic head

The amount of power generation over a perlod of time, ‘‘energy',
is normally measured in kilowatt-hours and is equal to the average
capacity times the duration of generation.

All studies were made using an assumed average turbine-generator
efficiency "E" of 80 percent and net head was taken as the difference
between average head pool and tailwater, less any penstock friction
loss.

variability of flow the area under the flow duratlon curve - w
the operating limits of the selected facility - establishes the po—
tential average annual energy to be realized at a site. Examples of
the computation of average annual energy and capacity are presented
in Figures B-3 to B-8 (Appendix B).

Since the flow of the Nashua River at Nashua is quite variable
and there is no appreciable regulating storage, the generating capa-
city at the sites could not be considered "flrm" or ”dependable" and
energy generated would be classified as '"fuel-saver'" or '"secondary".
It is noted, however, that though the energy from the sites would not

be firm, such generation would be ”seasonally dependable" and could

-~ PR PR L m - e 1 P - a o~ -
therefore be seasonally relied upon in the planned operation of a
larger integrated system. For purposes of these studies, no capacity

or firm energy benefit was claimed, and all benefits were based on a
"'secondary' power value of 40 mills per kwh.
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5.0

5.1

HYDRAULIC TURBINE AND GENERATOR SELECTION

Hydraulic Turbine

There are two basic classes of hydraulic turbines - impulse tur-
bines and reaction turbines. The fundamental difference is that im-
pulse turbines are driven by the kinetic energy of a high velocity
jet, whereas, reaction turbines are driven by the combined pressure

and velocity of the water.

The impulse design has cost-effective operating characteristics
for high heads (800 feet and higher) and, therefore, not suitable for
the site in Nashua.

i includes two basic types of runners - Francis
runners and propeller runners. A Francis runner operates at heads
from 15 to 1100 feet. However, cost-effective operation requires a
head of 100 feet or more, therefore, not suitable for Nashua. The
propeller type operates at heads up to 100 feet but is usually cost-
effective at heads at or below 60 feet (Reference 7). While early
propeller runners had fixed position blades, it was not long before
the advantages of being able to adjust the blade angles became recog-
nized. This type of propeller runner is called a Kaplan runner.

Tha wana~
1€ Téacl

With the limited head (less than 40 feet) and wide seasonal vari-
ation in flow at the site in Nashua, the most cost-effective unit is
considered to be the Kaplan variable pitch blade propeller turbine.

Installation of the Kaplan turbine can be vertical or horizontal;
the choice most often depends on head available or the site configura-
tion. A very low head application is more effective for the vertical
configuration as the units are often of large diameter and low speed,

allowing less excavation for the powerhouse. The horizontal configur-
ation places the drive shaft in the line of the flow through the run-

~CLTS Lt LI AVE Sllcl 3 11T L AUV LIIL VMRl LIIT L asT

ner; therefore, the generator must be also within or around the draft
tube, or the flow must be diverted between the runner and generator’
with the drive shaft penetrating the draft tube. The bulb type system
has the generator inside a steel bulb with runner downstream. The en-
tire unit is contained within the draft tube. The bulb unit requires
more excavation than other applications, and the flows available are
at or below the lower limit of standard predesigned units. The appli-

cation considered most appropriate for the Nashua site was the tube
type, with the runner connected to the generator by a shaft penetrat-

[ < AR e A 2 1 L O ~ Siiaa Teals
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ing the draft tube. It is available in standard prede51gned units for
applications involving a wide range of flows and heads encompassing
conditions encountered at the site in Nashua.

Studies were made assuming one or two units per site as the flow

of the river is too small to warrant additional construction and
equipment costs for more units. However, two units per site are gen-
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5.2

erally recommended due to the greater operating flexibility provided
for the varying flow conditions. The upper and lower limit of ef-
fective operation of the units was assumed 100 and 50 percent of the
design fiow which is deemed conservative as present day variabie
blade units operate quch CLLCLLLVCLy at flows from 105 percent to
less than 40 percent of design. Though the assumption is conserva-
tive, the large variation in flow and possible variations in head
could reduce the overall average efficiencies of the units. Manu-
facturers indicate an efficiency of up to 85 percent. For purposes
of this study, an average efficiency of 80 percent was assumed. It

has also been assumed that in a multiple unit installation, all units
will have variablie blades, although a potential saving might be ob-
+ainad i f nAn it ie Fivad hlada and +hae nther wvrariahlae

tained if one unit is fixed blade and the other variable.

The selection of turbine size and hydraulic capacity was based
on the head and flow characteristics at the site. The selected cap-
acities were those of available ''package' units that were considered
reasonable levels of design providing realistic plant factors. Fur-
ther optimization of seiected installed capacity may resuit from more
detailed design studies. However, use of available ''package" type
units should provide economies over custom designs. The selected

capacities were at or near the 20 percent exceedance flow value, pro-
viding plant factors in the range of 35 to 50 percent. In the case
of those Mine Falls installations located on the canal system, the
hydraulic capacity was limited to an estimated 600 cfs which is about

a 5> pe rcent exceedance fiow value which resulted in plant factors 1in
alin ~eadan AL LN mma o ol NSRS SN S S TR TS S
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and cenerator units were gbtained from manufacturer literature that
ana generatoeor ur cotltalnea ITrem manuracturer liteérature inat
was generally representative of all major manufacturers.

Units with two turbines of unequal size allow for more efficient
flow utilization and achieve higher plant factors. While equal-sized
units permit slightly less efficient flow utilization, the analyses
assume they provide economics of design, maintenance and operation

whar~ mnra +han Affca+r +ha insrnaman+al Aorvwanca in nla f fFartnr
Wiliwil INwviI o LilQrll VilLOouv L Clie dilvaviviivax uvswivaowe 411 IJJ.G. 19 dAAawv LVl .
Further in-depth investigations in any final design should be per-
formed to verify these assumptions
Generator Selection

The syn-

Generators are either synchronous or induction types.
AhwAanaiie 1mit 2o aAamrainnad £Aan cal€ Aavaitatrian and cvnchrAani o
Ciliviivuo “ulira L 4O culuJ.lecu. PO VENR oC1 1 TALLLALLIVII allu D]ll\.ll.l.\.lll.L
fore going onto the grid, whereas, the induction generator relies on
power from the grid for excitation. Induction generators are some-
what cheaper in cost and more applicable to small installations, how-
ever, for this feasibility study and at the suggestion of representa-
tives of Public Service Company of New Hampshire, synchronous

generators were assumed for the site.
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6.0 MARKETING, FINANCING AND MANAGING HYDROPOWER LENERGY

o

.1

Establishing a Potential Market

The ideal market for power produced would be to a facility whose
electrical energy requirements would closely match the output of the
proposed hydroelectric site. Since the plant is a run-of-the-river
installation and dependent on the flow of the river, a backup of firm
power would be required in the dry months, thus precluding a self-
contained system.

Three possible plans are identified for the use of energy pro-
duced: (1) sale of total power produced to the grid system, (2)
wheeling of power, and (3) direct transmission with provisions for
standby power.

With regard to the sale of the total power produced to the grid
system, current New Hampshire legislation states that the franchised
utility shall buy the entire output of small hydro plants with the
rate to be set by the Public Utilities Commission of New Hampshire
(PUC). (Reference 8). An order by the PUC on April 18, 1979, set a
rate of 4¢/KWH to be paid for the output of a run-of-the-river plant.
(Reference 9). Excerpts from the above legislation are contained in

Appendix C while the PUC order is contained in Appendix D.

Wheeling is the use of transmission lines owned by the electric
utility to transmit power produced at the hydroelectric plant to a
location where it can be used. A fee would be charged by the elec-
tric utility for this service. 1In Nashua's situation, this would
mean that the power produced at Mine Falls could be wheeled to Nashua
High School, Police Station, Public Works Garage or any other munici-
pal building. Recent New Hampshire legislation allows the producer
of small scale hydroelectric power to enter into a wheeling agreement
with the franchised utility. The Public Utilities Commission of New
Hampshire must approve such agreements. (Reference 10). Excerpts
from the above legislation are contained in Appendix C. A source of
backup power would still be required to firm up the power demanded by
the buildings in the dry months. Thus, the City of Nashua could
negotiate an agreement with Public Service Company of New Hampshire
on wheeling and provisions for standby power.

Direct transmission would involve installing a separate indepen-
dent grid from the site to distribute energy to .the various municipal
buildings in reasonable proximity to the site. This would require
the installation of new distribution lines to the Nashua High School,
Public Works Garage and other designated municipal buildings. Since
this would be a separate grid system, the City of Nashua would have
to maintain this system. A source of standby power would also have
to be provided for the dry months. At the present time, this market-
ing arrangement is inconsistent with New Hampshire legislation.
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Saie of the total power proaucea to the grid system would appear
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are meving toward the stimulus of low-head hydropower producticn.
The simple concept of selling generated hydropower to the Public Ser-
vice Company through a single metered point provides a readily obtain
able source of revenue and a market which can use the total energy
generated.
Financing

'T"ha Financrinal crannwin AavralAanad £fAar huvdvwAanlarmtwis davralAarnmant
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at the site assumed that the City of Nashua would provide funding
through 20-year bonds bearing an interest rate of approximately 6%,
serviced with a sinking fund established for the life of the bond
issue.

The ownership of the site by the City of Nashua, with its non-
profit status might require prior clarification or interpretation
from the Internal Revenue Service - since any income resulting from
the production of hydropower might be taxable.

Management

It was assumed that the City of Nashua would manage the site,
providing 1nspect10n, cleanlng and malntenance of the trash racks and

equipmen t,
3 1
4

tn "'
o r
n-nb-

o
o
tectlon of the automatlc equipment. Provisions could be incorporated
that any technical or mechanical maintenance be performed by a techni-
cian provided by the manufacturer of the equipment, or under a service-
type policy providing a specialist highly trained to service the
equipment.
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7.0

EXISTING WATER RIGHTS AND RESTRICTIONS

In New Hampshire, a developer of hydroelectric power, in acquir-
ing his stream-bordering land, has also acquired certain riparian
rights for usage of the water. These rights are outlined by the com-
mon law riparian doctrine of reasonable use. The ownership of the
land bordering the stream gives a developer the right to use the
water but not ownership of the water. Every owner of land situated
adjacent to a stream who has not sold his water rights, has the right
to the natural flow of the stream and to insist that the stream shall
continue to run, that it shall flow off his land in its usual quanti-
ty, at its natural place and usual height and that it shall flow off

his land upon the land below in its accustomed piace and at its usuail
level. (Reference 11).

The City of Nashua acquired from the Nashua New Hampshire Founda-
tion the 325-acre tract of land that currently comprises Mine Falls
Park, the Nashua Canal System and the Mine Falls Dam and Gatehouse.
The city was conveyed all flowage rights over lands upstream of Mine
Falls Dam in Nashua and Hollis and the right to increase the elevation
of the dam by 15 feet. (Reference 12). A resolution by the Board of
Aldermen of Nashua changed the right to increase the eievation of the
dam to 1.5 feet. (Reference 13). The city is required to maintain

cna+s
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flow in the canal at 2 level ory O tnc Nashua New nampsnire

Foundation or its successors.

The City of Nashua was granted a conservation easement by the
Nashua New Hampshire Foundation with a restriction to preserve and
protect the Nashua River and riparian lands currently owned by the
Foundation immediately upstream of Mine Falls Dam along the southern
bank of the Nashua River. (Reference 14).

Associated with the Mine Falls Dam is a millpond and canal owned
by the City of Nashua. Water may be diverted from the Nashua River
'l'nfn fhP m111nnnd fh"l“{“ld"\ an 1‘1’\]‘:\1’ nntehouse adjac nt o the dam

o +
Two emergency spillways have been built on the millpond to accommo-
date increased flows. The spillway lengths are 19.4 and 24.0 feet
and are both stoplogged controlled at a present crest elevation of
about 148.4 feet (NGVD). The flow into the canal system would be
balanced by the capacities of the two emergency spillways and the
existing downstream overflow structure.
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8.0 PROPOSED ALTERNATIVES

Mine Falls Dam and canal form the southern boundary of Mine
Falls Park, with the Nashua River forming the northern boundary.
Hydroelectric development at Mine Falls should incorporate provisions
to minimize any temporary or permanent disturbance to the park. The
potential use of the canal system for swimming, boating and skating
demand that strict water-level control must be maintained. Flow
velocities in the canal must be maintained at low rates to allow
recreational use. The natural beauty of the park must be preserved;
therefore, any buildings must be attractive, and clearing of trees
must be kept to a minimum.

The Mine Falls alternative hydropower generating sites were se-
lected with the assumption that a portion of or all of the Mine Falls
Dam/gatehouse/canal system can be utilized. The possible alterna-
tives are located on Plates 2, 3 and 4 (Appendix F).

Alternative A would require construction of an intake through
the dam to transmit the water via penstock along the base of the
cliffs on the north side of the river to a powerhouse located at the
base of the slope.

Alternative B would require construction of an intake through
the dam and penstock along the southern bank of the river for a dis-
tance approximately 500 feet downstream of the dam.

Alternative C would require an inlet through the dike on the mill
pond. It would transmit the flow to a powerhouse at the head of a
tailwater canal which roughly follows an old stream bed presently car-
rying overflow from the mill pond.

Alternative D would require a tailwater canal aligned as for
Alternative C. The penstock and tailwater canal length would be re-
duced but the inlet would have to be in the old power canal. It is
important to note that Alternatives D, E, F, G, H and I will use the
canal to carry the flow and that the canal flow should be limited to
no more than 600 cubic feet per second. The canal would have to be
desilted and cleaned at an expense directly related to the distance
required.

Alternative E would be considered if the other canal alternatives
prove aesthetically unacceptable as the penstock would utilize the
area cut back for the transmission line right-of-way.

Alternative F requires a moderate length of canal and a very
short length of tailwater canal.

Alternative G is similar to F but would require more canal and
would have reduced accessibility.
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Alternative H has been sited beyond th boundary of

utilizes a short penstock. It would require an opening of the oxbow

for use as a tailrace. The land is owned by the Nashua Foundation
and would have to be acquired.

Alternative I would require lining the overflow cuivert for pen-
stock stresses, acquiring the mill building and reconstruction of the
nnwearhonce
powerhouse.

Table 5 summarizes the alternatives for decision evaluation. The
evaluation has been performed by listing significant decision factors
and rating each factor by degree of negative impact on the alternative.
The impacts on the evaluation process are rated as none, slight, mod-

erate, considerabie and severe and are vaiued at 0, i, 2, 3 and 4.
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tive to be further evaluated. The engineering constraints were varied
enough to require several decision categories: Penstock - the impact

- the total length and depth
Canal Rev1tallzat10n - the total length’ and reinforcement of the old
power canal; Water Level Control - the increased cost of maintaining
water surface elevation; Hydraulic Capacity Limits - the impact of

physical constraints on flow; and Access - the impact on construction.
The other decision categories were: Aesthetic - the impact on the
natural setting and the architectural requirements; Historical/Archaeo-
logical - the impact of known or potential historical or archaeological
sites; Ownership - the impact of utilization of non-city property.

The method of selection involved subjective consideration by the
study team. The selection process suggested that two plans be looked

at in further detaii: (i) Alternative B - hydroeiectric development
At sliAa Jdaw~tdn A O Al14nomenndtasa T dmvenl Arnenae AlAam~ +hha ~Aanal
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Although only one plan of development is possible, analysis and dis-
cussion for both plans is presented in the following sections to pro-
vide comparative 1nformat10n. Figure 2 is an aerial photograph

showing the locations of Alternatives B and F.
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ASSESSMENT OF ALTERNATIVES

TABLE S

MINE FALLS DAM

DECISION IMPACTS ALTERNATIVES
A B C D E F G H I
Penstock 4 3 2 1 3 0 1 1 4
New Canal Construction 0 0 4 3 0 1 0 2 0
Canal Revitalization 0 0 o0 1 2 2 3 4 4
Water Level Control 1 1 3 3 3 3 3 3 3
Hydraulic Capacity Limits 0 O 1 2 3 3 3 3 3
Access 4 3 2 2 1 1 2 1 1
Aesthetics 3 3 4 4 1 2 2 0 0
Historical/Archaeological 4 3 3 3 1 1 1 1 2
Ownership 0 o o0 0 o 0 o0 2 3
TOTAL 16 13 19 19 14 13 15 17 20

Degree of Impact

0 - None

1 - Slight

2 - Moderate

3 - Considerable
4 - Severe
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9.0 ENVIRONMENTAL CONSIDERATIONS OF THE ALTERNATIVES

For all alternatives associated with Mine Falls, the dis-
cussion of impacts are based on the fact that the dam would be
operated as a run-of-the-river facility. The pool behind the
dam would not normally be drawn down below the elevation of the
spillway for purposes of power generation. The fluctuation of
Mine Falls Pool does not normally exceed 0.5 to 1.0 feet per

hour. If the pool had to be used during an emergency situation
during low flow periods, the pool would be drawn below spillway

crest for a short perlod of tlme. This drawdown would be 0.5
ft. per hour. (Refer to Section 10: Hydrologic Engineering
Analysis for discussion of project operation). The level of
the pond could be affected by low water during the summer months
as a result of low rainfall.

The impacts that would be associated with Alternative B
are mostly those concerned with the terrestrial environment.
As was described in Section 3.0, the project area contains
scattered stands of mature pine and oak, in addition to bottom-
land type species close to the river.

The placement of the 500' exposed penstock would result in
moderate impacts to the ex1st1ng environment. Vegetatlon would
have to be removed to accommodate the penstock and for accessways
to the construction area. This would also be true for the power-

house site.

After the project has been completed, understory vegeta-
tion would eventually grow back in the disturbed areas. However,
the degree of impact on the stands of pine and oak would depend
upon the number of trees that would have to be removed. Measures
should be taken to save as many of these stands as possible in
order to keep the area similar to its present state. Mine Faiis
Park is highly used by local residents for bicycling, hiking,
and general recreation activities.

In all phases of construction, there would be disruption
to resident wildlife populations near the area due to noise and
physical construction activities.

Wildlife in this area would be temporarily or permanently
displaced, with some returning after construction is completed
and the facility is operating. These species would include mice,
shrews, squirrels, chipmunks, rabbits, and raccoons. Noise from
the powerhouse could discourage some animals from returning to

this area and also birds would be affected to a minor extent.
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Should construction activities be carried out during the
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of the loss cof some of the vegetation in the area, food and
cover resources would be reduced for wildlife. This displacement

and reduction in food sources could put pressure on the existing
mammal and avian populations which are assumed to be operating

at maximum carrying capacity. Local increases in the surrounding
populations would increase feeding in these areas and may even-
tually reduce productivity.

Any fluctuations in the pool level (Mine Falls Pond) could
cause some unpleasant odors as a result of sections of the banks

being exposed. The water level change would not seriously af-
fect fish in the pool. Any submergent and emergent vegetation
growing in the fluctuation zone could possibly be desiccated as
a result of being exposed Seasonal variation in the pool is

3 + feet. Variations in the maximum p001 due to power generat
ermaal 3 L. 1 £ Lomma TNVlecmdosmdedmma A~Ases Thn +mmwvmal zone +ha
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fore, impacts due to generation of power woild be minor.

Impacts on the aquatic ecosystem would also be minor. There
would be a temporary increase in turbidity during construction
in the downstream area of the dam, however, this would have 1lit-
tle or no effect on the existing fisheries.
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ground near river level

erratics.

The penstock route involves modifications to Mine Falls Dam

or its south abutment. As the 19th century power canal system
may be eligible for the National Register of Historic Places,
detailed archive and literature research should be undertaken
to determine the historic significance of the dam. Mitigation,

if needed, would probably involve design of the headgates and
penstock to aesthetlcally complement existing features, and/or
possible recording of subsurface features of the existing dam
found during construction.

According to Resolution R-78-104, 1978 by the Board of
Aldermen of the City of Nashua, the City of Nashua has the
right to increase the elevation of the dam to 1.5 feet. There

would be substantial environmental impacts should this be done.
The level of the pond behind the dam would be raised accordingly,
thereby causing the shoreline to be inundated to a higher level.
Waterfowl nesting sites that may be located on the islands in
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the pond or along the shoreline would be ......
would be effects on groundwater and a ncrease in
flooding during spring run-off. Habltat would be lost for

those mammals that live along the shore of the pond such as

muskrats and otters. Other 1mpacts would include effects on
vegetation close to the pond which would not be able to grow
as a result of the increased pool elevation, and possible
short term increases in food supply for fish as a result of
inundating shoreline vegetation that normally would not be

available. A thorough analysis of the existing environmental
parameters and resultant impact analysis on these parameters
would have to be accomplished should it be decided that the
dam has to be raised.
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in nature. However, there are different types of ve
which would be disturbed at this site. The dominant spe
in this area is hemlock, in addition to the stands of oak
and white pine. 1In order to place the 40' penstock, construct
the powerhouse, and provide accessways some of these trees would
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have to be removed.

As with Alternative B, the aesthetic appeal of the area
must be considered and measures should be taken to keep the
area as aesthetically pleasing as possible.

The loss of vegetation would also result in a loss of
some food sources for resident wildlife and thereby cause

elative increases in the surrounding populations. This would

increase browsing in these areas and may eventually reduce pro-
ductivity. Some cover and habitat for avifaunal species in the
area would be removed permanently and/or disturbed during con-
struction.

Fluctuations in the pool level due to the generation of
power would be the same as that for Alternative B.

Alsc, there would be a temporary increase in turbidity in
the river due to construction activities, This will have little
or no effect on the fisheries.

Similar amounts of terrestrial habitat will be adversely
affected by this alternative as for Alternative B because of
the location of the penstock and powerhouse withim. the forested
area of Mine Falls Park.
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Noise from construction activities and also from powerhouse opera-
tion would most likely deter any small mammals from feeding along the -
riverbank for a short period of time.

The soil in this area is similar to that at Alternative B. A
medium brown band of sandy loam of about 10 cm. thickness is found
between the upper 10 cm. of the A Horizon and the orange brown sub-
soil. This indicates a short period of early harrowing or plowing by
draft animals, probably prior to the canal construction (1822-25).
The river terrace is about 15 ft. in height in this area, while the

...........................

canal bank is elevated 20 ft. above the terrace by an art1ficia1 dike.
The canal appears to be a simple ditch, about 100 ft. wide x 10 ft.
maximum depth, without any stone lining visible above present water
level.

The area of Alternative F has slightly less archaeological po-
tential than Alternative B, due to greater distance from the falls.
However, the prehistoric archaeological potentlal is still fairly

1 nAad w +hA
hlgh, and a cultural rescurce recennaissance is recommended in the

area if this alternative is selected for development.
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HYDROLOGIC ENGINEERING ANALYSIS

General

Hydropower at Mine Falls could be developed either at the Mine
Falls Dam (Alternative B) or its associated canal system (Alterna-
tive F). A range of alternative developments were considered, both
at the dam and on the canal system, and development at the dam ap-
pears most practical and engineeringly feasible; since it would not
disturb or be associated with the operation, preservation and main-
tenance of the old and delicate canal system. However, since the
finally selected plan may be based on a multifaceted decision pro-
cess, not limited to engineering feasibility alone, information is
presented for two plans: (1) a plan of development at the dam and

(2) a plan of development on the canal. Though only one plan of

development is possible, analysis and discussion are presented for
both plans to provide comparative information.

Mine Falls Damsite Development (Alternative B)

The dam at Mine Falls which spans the Nashua River about 4
miles upstream of the Jackson Miils dam is a stone masonry structure
sited on bedrock. The dam has an ungated overflow spillway 145 feet

A Q € + ANCUN D A 41 11 +h
long with the crest at elevation 154.9 feet NGVD. Presently, all the

flow of the Nashua River, averaging 600 to 700 cfs, passes over the
dam, with the exception of only about 40 cfs which is discharged
through the adjacent Mine Falls canal system. Flows over the spill-
way fall about 14 to 16 feet into the bedrock controlled downstream
river channel. The river channel is quite steep downstream of the
dam with white water rapids, and the river flow descends an esti-
mated additional 15 feet in a distance of about 500 feet downstream
of the dam. Of the various alternatives considered for power de-
velopment at this dam, Alternative B appears to be the most practi-

cal. This plan consists of siting the turbine-generator facility
about 500 feet downstream on the ri nhf hand pdnp of the river and

<LV L LUV ITCL -a Tl il 3G i )y waa

extending an exposed penstock from the right abutment of the dam a-
long the river edge to the power facility, thus permitting the
realization of a gross hydraulic head of about 29 feet or a net head
of about 26.5 feet after deducting penstock losses.

The recommended installation at this site would consist of twin
1250 mm, variable biade, tube type turbines each capable of discharg-
ng 330 cfs at maximum blade angle under a head of 26.5 feet. The
h
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than 590 kw capacity each. The total hydraulic capacity would there-
fore be 660 cfs at a head of 26.5 feet, capahle of generating 1180 kw
of power. The potential average annual "energy" production would be
5,540,000 kwh, at a 0.53 plant factor. Pertinent data on this plan
is listed in Table 6. The twin 1250 mm units were recommended after

a cursory analysis of both single and two unit installations of
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TABLE 6

MINE FALLS
DAMSITE DEVELOPMENT (Alternative B)
PERTINENT DATA

Number of Units 2

Size of Units (mm) 1250

Hydraulic Head (feet). 26.5

Hydraulic Capacity per Unit (cfs) 330

Total Hydraulic Capacity (cfs) 660

Penstock Length in Feet 500

Diameter in Feet S

Generator Type Synchronous

Generator Capacity 4 590 kw each -
1180 kw total

Potential Annual Generation 5,540,000 kwn

Plant Factor 0.53

Spillway Crest Elevation (NGVD) 154.9

Spiliway Length (feet) 145.0

Headwater Pool (acres) 170-190

Seasonal Variations in Pool Elevation 1.6 feet

(155.6-157.2 NGVD)

Maximum Variations in Pool Elevation 7+ feet (in 1936)
{(162.0-154.9 NGVD)

Rate of Change in Stage (ft/hr) 0.5

Maximum Pool Variations Due to Generation 1.3 feet

Rate of Variation Due to Generation (ft/hr) 0.3
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varying size. As stated earlier, installations with two turbines

of unequal size allow for more efficient flow utilization; however,
it was assumed that equal sized units would provide economics of
design, maintenance and operation which would more than offset any
inefficiencies in flow utilization. A comparative analysis of twin
1256, 1560 and 1750 mm units indicated that, of the three capacities,
the recommended installed capacity provided by the twin 1250 mm in-
stallation was the most economically feasible, based on current costs
and energy values. Pertinent information for a range of unit sizes
and combinations is summarized in Table 7. Typical flow duration
analyses are illustrated on Figures B-3 through B-5 (Appendix B).

All potential energy calculations were made assuming a continuous 40
cfs diversion through the canal system.

Discharge at the existing Mine Falls Dam is mainly over the 145-
foot long spillway with approximately 40 cfs discharged through the
associated canal system. The spillway crest is at elevation 154.9
feet NGVD and the average flow of 600 to 700 cfs produces about 1.3
foot head on the dam creating an average head pool level of about
156.2 feet NGVD. Average seasonal fluctuations in the pool vary from
about spillway crest (154.9 NGVD) to about 2 feet (156.9 NGVD) during
the wetter spring runoff months. The peak level of the Mine Falls
pool occurred in March 1936 with a head of 7.1 feet (162.0 NGVD).
Rates of rise and fall of the Mine Falls pool durlng freshets are

----- A, - - .

usually gradual, normally not in excess of 0.5 feet per hour.

With this plan for hydropower development, generating flows
would range from a low of about 165 cfs to a high of 660 cfs. The
facility would be operated as a run-of-the-river project and when the
natural river flows were less than about 205 cfs, generation would
likely cease, which would be expected at least 30 percent of the time.
Similarly river flows in excess of 700 cfs would be spilled, which
could be as much as 32 percent of the time. The hydropower operation
would have little effect on the normal seasonal fluctuation in the
head pool. Fluctuations in the head pool level, as a result of a
run-of-the-river hydropower operation, would be caused by the varia-
tions in loading on the plant. The head pool has a surface area of
about 170 to 190 acres and the maximum change in pool level as a
result of the plant going from no load to full load would be in or-
der of 1.3 feet and could occur over a period of not less than 3
hours. At no time would the pool normally be drawn below spillway
crest for purposes of power generation. However, if during low flow

periods the project were being used as "spinning reserve' and an
emergency need for power developed and the proiect were 'called on

........ =TV aUy PFav v AT

11ne” then it is concelvable that under such an emergency, the pool
would be drawn below spillway crest for a short period of time.
Again, the maximum rate of such drawdown would not exceed 0.3 feet

per hour.
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TABLE 7

MINE FALLS

DAMSITE DEVELOPMENT (Alternative B)
TURBINE COMPARISONS

Hydraulic Plant Annual Energy
Unit Size Average Head Capacity Range Factor Potential
(mm) (feet) (cfs) (kwh)
1,750 26.5 305/610 0.49 4,738,000
2,000 26.5 388/775 0.42 5,114,000
1,250/1,250 26.5 165/660 0.53 5,540,000 (recommended
1,500/1,500 26.5 230/920 0.43 6,265,000

1,750/1,750 26.5 305/1,220 0.36 6,946,000



10.3 Mine Falls Canal System Development (Alternative F)
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of the canal. Upon 1nspect10n 1t is not obv1ous whv the system was
built with such a high head differential at the entrance, since the
downstream canal dikes do not appear to have been built to permit
utilizing the full head pool potential. Because of this head dif-
ferential at the entrance, there exists a possibility of downstream
dike failure in the event of gate misoperation or failure at the .
gate house, which contains five 6 ft. by 9 ft. wooden gates. For

hioe wmwanc~A=— Thaenn —~L S VO U TR TS e U T EYE TN |
this reason, three of the gate passages have been permanently blocked
1 AT AT 3 AT ey o mA Ther
and the remaining two reduced to 1/3 their OTigi ial Oopening Siz€, oYy
the placement of concrete bulkheads in front of the gate passages.

These presently restricted openlngs in front of the two remaining
operational gates, limit the maximum discharge through the gate house
to about 800 cfs under flood conditions and to about 450 cfs under
normal conditions. Presently, flows through the gate house are regu-
lated at about 40 cfs.

From the gate house, flows enter a Mill Pond, about 20 to 25
acres in size, before entering the narower canal which continues a-
long the right side of the river for some 2.5 miles. This Mill Pond

3 R -, M L P Lan~l -~ Ton Mot~ R VN N
has two overflow spillways discharging back to the Nashua River, with
spillway lengths of 19.4 and 24 feet, which are both stoplogged con-
trolled at a present crest elevation of about 148 .4 feet NGVD., Pre-

sently, the only other outflow from the canal system is at the far end
of the canal. The original main head race has been filled for a park-
ing lot, but a stoplog controlled overflow weir with total crest
length of 28 feet, at a present elevation of about 148.4 feet NGVD,
has been installed which discharges a minimum flow into a remaining
conduit leading through the original factory complex to the Nashua
River.
Flows thro
in the order of e
the remaining flow passing the

e
greater than 15 to 20 cfs. There
canal are practically zero.

Various alternate plans of hydro development between the canal
and the Nashua River were considered. No one alternate appeared ob-
viously superior to the others; however, Alternative F was selected
for which to prGV1de further 1nformat10n. It is noted that any of
the alternates on the canal system would requlre rebuilding the

isting archaic gate house and equipping it with automatic and/or

(88
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remotely operated gates to permit maintaining the canal system rela-
ively constant with varying hydropower loading. New gates providing
fl‘

d

effective cross-sectional area of 70 to 100 square feet would probab-
ly be required. With Alternative F, the power facility would be
located on the canal approximately one mile below the gate house and
about 3200 feet below the Mill Pond. It would be sited where the can-

al is relatively close to the Nashua River (+ 300 feet) with undevel-
oped intervening area. Assuming the canal level can be raised one
foot to 149.9 ft. NGVD, approximately 32 feet of hydraulic head would
be realized at the site between the canal level and the Nashua River
ian would require ciearing, refur-
1 the existing rather
te uncertain.

tem were beyond the scope of thlS study but would have to be a part
of any final design.

The minimum canal cross-sectional area is an estimated 200 square

feet and the maximum fiow capacity for hydro deveiopment was consid-
namnd 1T3imiend Loy ¢hn ~nnmal +4 ~hasd NN ~£ao whisrh a1l d wacnil+ 3n an
CIlICuU l1iliLcu Uy LIIT CLdadllal LU 4dauuul VUU CL1o5, WIilllill wUuulu 1TouUuir L+ 111 au
average velocity of about 3 ft. per second.

The recommended installation for the Alternative F plan of devel-
opment on the canal would consist of twin 1250 mm, variable blade,
tube type turbines, each capable of discharging 315 cfs at maximum
blade angle under a head of 32.0 feet. The units would be equlpp
with synchronous generators with not le kw capacity eac
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ft ould be 7,222,000 kwh
tor. Pertlnent data on this plan is llsted in
Table 8. The twin 1250 mm units were recommended after a cursory
analysis of both single and two unit installations of varying size.
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For reasons previously discussed, it was considered advantageous to
have a facility with twin units. A comparative analysis of twin
1250, 1500 and 1750 mm units indicated that, of the three capacities,
the recommended installed capacity provided by the twin 1250 mm units
was the most economically feasible, based on current costs and energy

values. Also, installations greater than the twin 1250 mm units are
not considered advisable due to the limiting hydraulic capacity of
the canal system. Pertinent information for a <range of unit sizes
and combinations is summarized in Table 9. Typical flow duration
analysis are illustrated on Figures B-6 through B-8 (Appendix B).

The present regulated discharge through the canal system is a-
bout 40 cfs with little variation. Similarly, there is very little
fluctuation in the water level of the canal system Any fluctuation

due to changes in flow is largely due to local storm runoff into the
canal system from intervening drainage area, which would appear to
have produced little fluctuation. The level of the canal can be
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TABLE 8

MINE FALLS

PERTINENT DATA
— T PAIA

Number of Units
Size of Units (mm)

Hydraulic Heagd (£8)

A=) b Lol §

Generator Capacity

Potential Annual Generation

Emergency Spillways Crest Elevations (NGVD)
Canal Pool (acres)
ial Variations in Canal Pool Elevation

Maximum Pool Variations Due to Generation
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680 kw

1250

141

148.9-149 .9
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Unit Size
(mm)

1,750
750/1,500
750/1,750

1,000/1,250
1,000/1,500
1,250/1,250

1,500/1,500

1,750/1,750

TABLE 9

MINE FALLS

CANAL SYSTEM DEVELOPMENT (Alternative F)

Average Head

TURBINE COMPARISONS

(feet)
32
32
32
32

32

Hydraulic
Capacity Range
(cfs)

280/560
60/565
60/685

105/525

105/650

160/630

218/870

280/1,120

Plant
Eactoy

0.56
0.64
0.58
0.67
0.61
0.61
0.49

0.41

Annual Energy
Potential
(kwh)

5,908,000
6,824,000
7,521,000
6,660,000
7,520,000
7,222,000
8,077,000

8,649,000



varied by adjustment of stoplog settings at the spillways, but this
is not a common practice. The present spillways were designed to
pass an emergency discharge of about 600 cfs with a rise in canal
level of about 2.5 feet.

The development of hydropower on the canal would require the
rebuilding of the existing gate house and equipping it with auto-
matic and/or remotely operated gates to permit maintaining levels in
the canal relatively constant while varying the flow through the
gate house from a low of about 40 cfs to the maximum of 630 cfs for

hydropower. This maximum dlscharge will require cross-sectional
gate area of 70 to 100 square feet at the gate house. It is consid-
ered important that the level of the canal system be maintained rel-
atively constant since frequent fluctuations could cause sioughing
of the canal banks and dikes.

In the event the hydropower facility was generating near cap-
acity with a flow of about 600 cfs. and the plant was taken off load

5 r=<=-=
and the gates in the gate house failed to operate, then the canal
level would rise about 2.5 feet at which time the two spillways would
discharge the 600 cfs. The canal system, including the Mill Pond,
has a total surface area of about 40 to 50 acres. Therefore, under
the above circumstances, the pool would rise at a rate of not greater
than 1.0 ft. per hour. Under normal nonemergency operating condi-

tions, the hydropower fiows through the canal would be closely regu-
lated at the gate house maintaining a relative constant canal level
with varying hydropower loading. Generating flows would range from
a low of about 160 cfs to a high of 630 cfs. The project would be
operated as a run-of-river project and when the natural river flows
were less than 160 cfs generation would likely cease, which would be
expected at least 20% of the time. Similarly; river flows in excess

of 630 cfs would not be diverted into the canal but passed down the
river, which could be as much as 35% of the time. It would be ex-
pected that the river level at the canal entrance would be maintained
at or near the level of the dam spillway crest (elevation 154.9

NGVD) .
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Although only one plan of hydroelectric development at Mine
Falls is possible, information for both the Damsite Development
(Alternative B) and the Canal System Development (Alternative F)
are presented for comparison.

he Mine Falls Damsite Development (Alternative B) would
locate a new powerhouse approximately 500 feet downstream from the
dam along the southern bank of the river. An exposed penstock would

extend from the south abutment of the dam along the river edge to
the powerhouse. The intake would include a concrete-lined intake
channel and gatehouse. The penstock leading from the intake would
be 9 feet in dlameter and would be above grade and supported on con-
wn as Plate 5 in Appendix
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through an avera head of 2 6.5 feet. The installed capacity i
1180 kw, and the average annual energy generation is estimated to be
5,540,000 kwh. The plant would be operated as an automatic run-of-
river installation with no manned control room. (See Figure 3).
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The Mine Falls Canal Development (Alternative F) would ilocate a
new powerhouse along the canal about one mile downstream from the
dam. An intake would be required through the dike of the canal and
would transmit the flow through a short length of penstock to the

powerhouse. After passing through the turbines, the water would be
discharged to the river through a tailrace channel. The intake
would include a gatehouse with concrete training walls at the en-
trance to match the dike conflguratlon. A general plan is shown as
d ha

Plate 6 in Appendix F. The canal ul ve to be desilted and re-

stored from the millpond to the 1utake. The dike down to the power-

house would require remedial work to insure its integrity. Exten-
sive renovation would also be required of the existing gatehouse at

the head of the canal system. The powerhouse would contain two
horizontal shaft propeller turbines with runners of 1250-mm diame-
ter, each capable of passing 315 cfs through an average head of 32
feet. The installed capacity is 1360 kw, and the average annual

energy generation is estimated to be 7,222,000 kwh. The plant would
be operated as an automatic run-of-river installation with no manned
control room. (See Figure 4).

Construction Methods and Materials

Powerhouse foundations would be mass concrete on adequate bear-
ing. The operating floor and walls would be cast-in-place concrete.

Brick or approprlate facade material would be used to maintain the
aesthetic quality of the surroundings. The intake gatehouses would
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be cast-in-place concrete and would be covered to allow for indoor
cleaning of trash racks and manual operation of gates. Trash racks
would be standard steel bar racks inclined for ease of cleaning.
The penstocks and draft tubes would be made of milled rolled steel
welded together on the site. The transmission lines would be of
the 4.16 kv class for transmission of power to a substation of the
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blic Service Company of New Hampshire.
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onstruction Schedules

A construction schedule for the Damsite Development (Alternative
B) is shown on Figure 5 while the Canal System Development (Alterna-
tive F) is shown on Figure 6. A period of six to eighteen months
ny constructlon or ordering of equip-
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reduced summer flows. Once the construction began, work would be
continuous except during the coldest winter months. The project
should be on line 24 months after the start of construction.

The capital cost for the Mine Falls i
native B) has been estimated to be $2.26 million, and a breakdown
appears in Table 10. The capital cost for the Mine Falls Canal Sys-
tem Development (Alternative F) has been estimated to be $3.98 mil-

lion, and a breakdown appears in Table 11.

oo
—l
12

Turbine cost estimates were based on Volume V of the Corps of
Engineers Hydrologic Engineering Center Guide Manual dated July 1979,
adjusted from July 1978 price level to July 1979 and from conversa-
tions with regional representatives of Allis-Chalmers Corp.
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MINE FALLS DAM
ALTERNATE "B"

CONSTRUCTION SCHEDULE

FIRST YEAR
JUL AUG SEP OCT NOV DEC JAN FEB MARAPR MAY JUN

SECOND YEAR

JUL AUG SEP OCT NOV DEC JAN FEB MAR APRMAY JUN

. ORDER ELECTRICAL & MECHANICAL
EQUIPMENT

2. MOBILIZATION

3. HEADRACE 8 INTAKE

COFFERDAM
EXCAVATION
SUBSTRUCTURE
SUPERSTRUCTURE

4 POWERPLANT
DIVERSION
EXCAVATION
SUBSTRUCTURE
SUPERSTRUCTURE

5. PENSTOCK
DIVERSION
INSTALLATION

6. INSTALL ELECTRICAL 8& MECHANICAL
EQUIPMENT

7. DEMOBILIZATION & AESTHETIC
REHABILITATION

FINAL INSPECTION 8 APPROVAL
CONTRACT COMPLETION

UNITS ON LINE
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MINE FALLS DAM
ALTERNATE "F"

CONSTRUCTION SCHEDULE

FIRST YEAR
JUL AUG SEP OCT NOV DEC JAN FEB MARAPR MAY JUN

SECOND YEAR
JUL AUG SEP OCT NOV DEC JAN FEB MARAPRMAY JUN

9.

ORDER MECHANICAL & ELECTRICAL
EQUIPMENT

MOBILIZATION

NASHUA CANAL
DEWATER
REMOVE SILT & WATERPROOF
REHABILITATE DIKE

MILL POND
COFFERDAM
RECONSTRUCT GATE OPENINGS
INSTALL GATES 8 MECHANISMS
REHABILITATE EXIST. SUPERSTRUCTURE

INTAKE STRUCTURE
EXCAVATION
SUBSTRUCTURE
SUPERSTRUCTURE

PENSTOCK
EXCAVATION
INSTALL ATION

POWERPLANT
EXCAVATION
SUBSTRUCTURE
SUPERSTRUCTURE

TAILRACE
DIVERSION
EXCAVATION & CONSTRUCTION

INSTALL MECHANICAL 8 ELECTRICAL
EQUIPMENT

I0. DEMOBILIZATION & AESTHETIC

REHABILITATION
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TABLE 10

CAPITAL COSTS
MINE FALLS DAM
. DAMSITE DEVELOPMENT (Alternative B)

($ in 1,000's)
Intake Structure and Channel

Diversion and care of water o 65
Excavation and foundation preparation 100
Substructure 110
Superstructure/Building 50
Trash racks 40
Gates 40
Stoplogs 10
Subtotal 415

Penstock 280

Powerplant Structure and Improvements

Clearing and access road 65
Diversion and care of water 30
Excavation and foundation 80
Substructure 140
Superstructure/Building 100
Draft tube gates 20

Subtotal 435

Generating Plant and Equipment

Turbine/generator package 800
Transmission and substation costs 80
Subtotal 880

TOTAL DIRECT COSTS 2,010

Engineering and Construction Supervision 250
TOTAL CAPITAL COST 2,260
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TABLE 11

CAPITAT rncgre
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MINE FALLS DAM
CANAL SYSTEM DEVELOPMENT (Alternat
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Intake/Gatehouse

Diversion and care of water
Excavation and foundatlon Preparation
Substructure
C'pe“L‘Structure/Bmldlng
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Powerplant Structure and Improvements

Clearing and access road
Diversion and care of water
Excavation and founda io
Substructure
Superstructure/Bulldlng
renstock

Draft tube gates
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FINANCIAL ANALYSIS

The financial scenario developed for hydroelectric generation
at Mine Falls assumed that the City of Nashua would provide funding

through 20-year bonds bearing an interest rate of 6%, serviced with
a sinking fund established for the life of the bond issue

SAiiNLg AU TS vQuUaaSiiva AV 44T Wi uiiv

The benefits are derived from the sale of the total power pro-
duced at the generating facility to the grid system. An order by
the Public Utilities Commission of New Hampshire set a rate of
4¢/KWH to be paid for the output of run-of-river plants such as the
proposed project at Mine Falls. (Reference 9).

The costs include the capital cost of the plant and operation

cimmad +n ha $+wA Nnar~an annually
and maintenance which has been assumed to be two percent annually

of the Total Direct Cost shown in Tables 10 and 11.

1‘

Hydropower generating equipment typically has a service life
of 50 years, providing that it is well maintained. The equipment
selected for this study has been designed for standard application,
a concept which has only been on the market for a few years. There-
fore, a conservative life span of 40 years was assumed.

ate a <cencitiv
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Since interest rates si H
formed using interest rates of 4 percent 6 percent, 8 percent and
10 percent. Table 12 presents a summary of the financial analysis
of the various interest rates. The analysis compares present worth
revenues (benefits) from the sale of power to present worth costs.
The following pages show backup calculations and a cash flow with

amortization of Capital Cost.

1
“

It is seen that hydroelectric power at Mine Falls should be
deve]nnpd at the damsite rA1fnT‘nnf1\rn R\ Ajf}\nun‘h the prOJeCt

ST A vvadiBvav v 4 viivUse

would be operated at a def1c1t for the flrst years as shown in the
cash flow, revenue in the latter years more than makes up for this.
It is also noted that revenue was derived using a rate of 4¢/KWH
which was set in April 1979 by the Public Utilities Commission

(PUC). Hearings are presently being held by the PUC, and an in-
crease in the rate is expected shortly.
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TABLE 12

PRESENT WORTH BENEFITS AND COSTS

Mine Falls Damsite Development (Alternative B)

Project Life: 40 years
Initial Cost: $2,260,000

Energy: 5,540,000 KWH
Benefits: 4¢/KWH
a5 6% | 8% 10%
Present Worth Benefits $4,386,000 .$3,334,000 © $2,643,000 $2,167,000
éresent Worth Costs 3,056,000 - 2,865,000 | 2,739,000 2,653,060
Benefit/Cost Ratio 1.44 1.16 0.96 0.82
Mine Falls Canal System Development (Alternative F)

Prbject Life: 40 years
Initial Cost: $3,980,000

Energy: 7,222,000 KwH
Benefits: 4¢/XWH
4% 6% . 8% 10%

Present Worth Benefits
Present Worth Costs

Benefit/Cost Ratio

$5,718,000  .$4,346,000  $3,445,000  $2,825,000
5,397,000 5,057,000 4,834,000 4,680,000

1.06 0.86 0.71 " 0.60
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At Mine Falls, a total of nine alternatives were considered for
hydroelectric development. After assessing the impacts and engineer-
ing constraints, two plans were looked at in further detail: (1)
hydroelectric development at the damsite (Alternative B) and (2) de-
velopment along the canal (Alternative F).

Tha nlvedic and dAdcriiecinn tm +hic araad s I R
111V Qlial yodo allu UuildLUudDd1vuIl 11t LIl LCLJUJ. [ 5 DUPPUL LS LIe reCoin-
mendation that hvdraelectric nower at Mine Falle he develanad a+ +hae
..-'--‘—-v - — m . v--\—\— iy MAavVvarveLae A v IJ\.I"\JL - . ATAA daN A AL AT L A \tvvv.l.vtlvu “ . il
damsite (Alternative B). Development at the dam appears the most

practical and feasible, as it would not disturb or be associated with
the operation, preservation and maintenance of an old and delicate
canal system.

The recommended plan for hydroeliectric aeveiopment at Mine Falls
fAT4 nvrnndiara DY wrnee1ld TAamndan ~ =~s mmsrmmmle me s e n mamem e entar AN Comma
(Al teliiative D) wWUULU 1Uulalt a 1ICW puwclinious>c dyleKlmdLCly JUU 1E€CL
dnanfT‘an Frnm the dam alono the southern bank of the river An ov_
downstream from the dam along the southern bank of the river. An ex
posed penstock would extend from the south abutment of the dam along

the river edge to the powerhouse. The intake would include a con-=
crete-lined intake channel and gatehouse. The penstock leading from
the intake would be nine feet in diameter and would be above grade
and supported on concrete cradles. A general plan is shown as Plate

5 in Appendix F. The powerhouse would contain two horizontal shaft
propeller turbines with runners of 1250-wm diameter, each capable of
passing 3320 cfs through an average head of 26.5 feet. The installed
capacity is 1180 kw, and the average annual energy generation is esti-

mated to be 5,540,000 kwh. The plant would be operated as an auto-
matic run-of-river installation with no manned centrol room. Emergen-
cy shutdown mechanisms would be provided for the safety and protection
of the automatic equipment. Maintenance would be limited to cleaning
of trash racks and inspection of equipment. (See Figure 3, Section

11 N
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14.0 REGULATORY AND LICENSING CONSIDERATIONS

The proposed project is on the Nashua River which is currently
classified as a navigable waterway. Thus, the project is under
Federal Energy Regulatory Commission (FERC) jurisdiction as well as
State jurisdiction. Since the project would have an installed ca-
pacity of less thanm 2000 HP (1500 KW), a short-form license appli-
cation for a minor project with FERC can be employed. This license,
a copy of which is presented in Appendix E, has incorporated a sim-

p11f1ed procedure and format to save time and expense for the
applicant.

The FERC license application requires that permits and approv-
als be obtained from numerous Federal, State and local authorities.
At the Federal level, a dredge and fill permit must be obtained from
the U.S. Army Corps of Engineers, and approval of the proposed pro-
ject is necessary from the U.S. Environmental Protection Agency and
the Fish and Wildlife Service of the U.S. Denartment of the Interior.

~Sa22 Mo A VanT VA VoL vinviie va

Required at the State level are approval of the dam's safety by the
Water Resources Board, a dredge and fill permit from the Special
Board of the Water Resources Board, a State water quality certificate
and a dredge and fill permit from the Water Supply and Pollution Con-
trol Commission, and approvals from the Fish and Game Department and
the Office of Historic Preservation of the Department of Resources
and Economic Development. Prior to construction, determination will
have to be made if local building permits will have to be acquired.

If the environmental report section in the license application
was unacceptable to a State or Federal agency, then an Environmental
Impact Statement (EIS) may be required. 1In thls case, a $20,000 -
$100,000 expense and a minimum of a year project delay can be expec-
ted. Since the dam is existing and no major structural, hydraulic
or pollution modeling or analysis is anticipated, an EIS for this
project would be a lesser expenditure. FERC officials estimate the
short-form licensing procedure without the requirement of an EIS

will take from 3 to 6 months for review by their agency after ail
State and other Federal approvals have been obtained.

Final approval and licensing of the Mine Falls project will
be based upon the assessment of the probable environmental impacts
and the public needs including recreational, historical and archae-
ological. Consideration will be made of the project's impact on
land use, water quality, fish and wildlife, recreation, historic and
scenic value. Final approval will depend upon the applicant's abil-
ity to demonstrate that the proposed project will not endanger the
safety, health or welfare of the general public or abutting land-
owners and will maintain the existing natural environmental condi-

tions.
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Presented in Appendix E are two flow diagrams designed to show
the procedure to follow for successfully obtaining State approval
and Federal licensing for the proposed project. The darker arrows
in the flow diagram indicate the expected/desired path to be followed
in this proposed project tc cbtain the necessary approvals and FERC

licensing.
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* SOCMMITTEE ON ENVIRONMENT AND PUBLIC WORKS
COMMITTEE RESOLUTION
RESOLVED BY THE COMMITTEE ON ENVIRONMENT AND PUBLIC WORKS OF THE UNITED STATES SENATE

that the Board of Engineers for Rivers and Harbors is hereby requested to review the
reports of the Chief of Engineers on the Merrimack River, Massachusetts and New
Hampshire, published as House Document Number 689, 75th Congress, 3rd Session, and

oinér reports with a view to determining whether any modification of the recommenda-

tions contained therein is advisable at the present time, with particular reference

to, but not limited to, hydroelectri

L. N s asemm

development of the Jackson Miils and

Mines Falls Dam projects on the Nashua River, New Hampshire.

~ 7 o
ST T T S OSCARA
2R#ings Randolph, |- CHAIRMAN Robert T. Stafford, RANKING '!INORITY MEMBER
Adopted: ... nec.emher:..ﬁ,..1978 | o)

L

ero  88-717-h

’

(At the request of Senator John A. Durkin, New Hampsh1re)
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STATE OF NEW HAMPSHIRE

Office of the Governor

c‘ld DElbUll ou’eet
Concord. NH 03301
ana roms oma s
VUO/CIr1I-GQl1l

Toll Free 1-800-852-3466
Governor’s Council on Energy

Mr. Joseph Ignazio
Chief, Planning Division
U.S. Army Corps of Engineers
24 Trapelo Rd

h

Yo _ 'Y
iT

')
=

am, MA 02154

"

3
o

-y

Re: Jackson Mills and Mines Falls Dams, Nashua, New Hampshire - (W15#14035)

Dear Mr. Ignazio:

I direct your attention to the following pertinent material
NAancavmanmsy hoeodva Fammilad Tdder 2o ATacs ITmsmem—aled oo
LUlILT LAy UYWLV locadduddlly 41l NEw gaupslilirie.

- Legal Obstacles and Incentives to the Development of Small Scale
Hydroelectric Power 1n New Hampshlre, by the Enerqgy v Law Institute,
Franklin Pierce Law Center, Concord, N.H. for the US DOE, contract
#ET-78-5-02-4934, 1979.

- Fundamental Economic Issues in the Development of Small Scale Hydro,
same author and contract.

- Report of the New Hampshire PUC on DE-78-232 and DE 78-233 concernin

Rates for Sale of Power by Limited Electrical Energy Producers.

This last document is very important, as it establishes the rate for

small (under 5MW) power producers under a state law of 1978. Until the
regulations under PURPA Title II (the National Energy Act of 1978) are
promulgated and the PUC reviews this rate, small hydro producers selling
all of their power to the utility will receive 4,5¢ per kwhr for firm
capacity and 4.0¢ per k-hr for non-firm capacity.

o
[52]
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A piece of legislation is being considered this year in New Hampshire
which would also give small power producers the right to have power wheeled

by a utility to an ultimate customer.

The legislation is receiving a favorable

response, and could have substantial implications for the two sites in Nashua.

T 1
L
of furth

cc
Mr. Alex Grier
Anderson-Nichols, Co.
150 Causeway St.

Boston, MA 02114

A~ -}

GRG/

-t
o

the Pre-~Reconn
pPlease contact me.

(@)
[4)}

If I can be

///;c/ =0 vV s )

déorge'R. Gantz

Director of Research
and

Policy Analysis
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NEW HAMPSHIRE DEPARTMENT of RESOURCES and ECONOMIC DEVELOPMENT

GCEORCE GILMAN TELEPHONE 603 27V-24M

COMMICCIONER

VeV S SvL N

Joseph L. lgnazio

Chief, Pianning D

iv
New Engiand Divisio
U.S. Army Corps of
424 Trapelo Road

waltham= Massachusetts 02154

isio

n
Engineers

Attention: Gard D. Blodgett

Dear Mr. ignazio:

1o aceordance with 26 crn 800 tha Maw Uamnchira State Hicetoric
L GLLUIUAIILE W LIT JV VI VUV, LI 1T APt © JLraLwe 1irgews (e
Preservation Office has reviewed the proposed development of a
small hydropower project at Mine Falls Dam in Nashua, New Hampshire.

The New Hampshire State Historic Preservation Office concurs with
the Corps of Engineers' recommendation for further testing of areas
in proximity to known and anticipated prehistoric and historic sites,

___________ PR | PO 1 tier A‘ Noatnbae 1N
as uebcrlueu l" an repore lUrWdrUBU WIL“ YUUI LLEI VUl vVLLwuuTtr 1y,

1074

12/

We look forward to receiving the completed cultural resource
studies for review and comment.

-

Slncerely,

G Rl

George Gi lm;ln Commlssioner

Dept of Reﬁources § Economic Development
NH. State Historic Preseryation Officer

GG: g

POy YIS

l“d)llud r\cy. l'lllg. CUIIIII.

Gary W. Hume, SHPO Archaeologist

[-4
.. CONCORD, N H. 03301 H : CHRISTIAN MUTUAL BUILDING ¢
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LISTING OF CONTACT/COORDINATION

DURING REPORT PREPARATION

INDIVIDUAL OR PURPOSE OF
AGENCY OFFICE CONTACTED CONVERSATION/MEETING
Allis-Chalmers John LaFlamme Turbine units

Baker lerarv (Hnrvard
University, Cambrldge
MA)

Bofors-Nohab

City of Nashua

Environmental Law
Institute (Franklin
Law Center,

rCce
cord, NH)

€
n s INI1j

i
o
¢

(@) ’13

i

Hamilton Engineering
(Nashua, NH)

James River- -Pepperell

Company (East Pepperell,

MA)

Merrimack Valley Tex-
tile Museum (No.
Andover, MA)

Peter Brown

David Farr

Edmond Roux

Angela Wright

Nissho-Iwai American Corp
Nissitissit River Jeffrey Smith
Trust

Public Service Company John Lyons

of New Hampshire

Soc1efy of Industrial
ch eology (Elliot,

State of Massachusetts
Water Pollution Con-

+ 1
tTOo1

Richard Candee

Han Bonne

@)}
Cco

Engineering records
of canal

Turbine units

Tax map data and
planning information

Engineering report
on Mine Falls Park

L e Vo WU PO,

+
hydropower unit
and flow maintenance
upstream on Nashua
River

Turbine units

Nissitissit River
hydrology

Sale of power

Canal history and
data
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State
Dept.
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New Hampshi
‘ish and G
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1 an
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Dept. of Resources and
Economic Development

Governor's Council

mem e mcm e o
OTi CIIET gy

Office of Secretary
of State

Public Utilities
Commission

Water Pollution Con-
trol Commission
Water Resources
Board

Sulzer Brothers, Inc.
Tampella-Madden Corp.

IUnited State es F

Energy Regulatory
Commission

Geological Survey

Stephen Virgin

Gary Hume
Joseph Quinn
Linda Wilson

George Gantz

Ly

William Humm

Bruce Ellsworth

Walter Carlson
Donald Cheseborough

Gary Kerr
Vernon Knowlton

0

William McDonough
William Wandle

69

Regulatory aspects

Archaeological poten-
tial, regulatory aspects
and historical signifi-
cance relating to
proposed project

Regulatory aspects and
marketing

NH Legislation on
Small-Scale Hydro

Rate information
Nashua River water
quality and state
permits

Dam safety and state
permits from WRB

Turbine units

Turbine units

Nashua River hydrology
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NASHUA RIVER HYDROLOGY
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FLOW DURATION CURVES
FOR
NASHUA RIVER AT

EAST PEPPERELL, MASS.
(Developed by U.S.G.S.)

GROSS D.A. = 433 Sq. Mi.
NET D.A. = 316 Sq. Mi.
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NASHUA RIVER HYDROLOGY
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APPENDIX C - Current NH Legislation
on Small-Scale Hydro
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. 1978 Special Session Laws.
1978] CHAPTER 32 49

act in improving the availability and affordability of product liabili
surance; shall review other existing iaws and practices which be
availabi htv and affordability of such insurance; and shall rec
changes as may be necessary to increase avaxlabmty
SUC'I l!lbUIduLc, wnuc a!., L}L Saliic txuc a.nuvuub
those suffering injury from products.

III. An interim report shall be prepared
sion on April 1, 1979, to the govern
the speaker of the house, with a
1980.

31: 3 Effective D
passage.

DV uvcuy‘;uaawvu wo
submitted by the commis-

~the president of the senate and
report due on or before January 1,

This act shall take effect 60 days after its

[Approv une 23, 1978.]
EEﬂev(ve date August 22, 1978.]

AN ACT RELATIVE TO PROVIDING EXEMPTIONS FROM PUBLIC UTILITY
STATUS FOR CERTAIN ELECTRICAL ENERGY PRODUCERS AND SETTING
RATES FOR SALE OF POWER GENERATED BY THOSE EXEMPTED
PRODUCERS.

Be it Enacted by the Senate and House of Representatives in General
Court convened:

32:1 New Chapter. Amend RSA by inserting after chapter 362 the

fnﬂm-mnu- new r-‘nnhfm'

ANTRIV VY 222

CHAPTER 362-A
LIMITED ELECTRICAL ENERGY PRODUCERS ACT

362-A:1 Declaration of Purpose. It is found to be in the public in-
terest to provide for small scale and diversified sources of supplemental
electrical power to lessen the state’s dependence upon other sources which
may, from time to time, be uncertain.

362-A:2 Exemption of Limited Electrical Energy Producers. . Pro-
ducers of e‘ectmcal energy, not involving the use of nuclear or fossil fuels,
with & developed output capacity of not more than 5 megawatts shall not
be cons1dered public utilities and shall be exempt from all rules, regula-
tions and statutes applying to public utilities.

362-A:3 Purchase of Output of Limited Electrical Energy Producers
By Public Utilities. The entire output of electric energy of such limited
electrical energy producers, if offered for sale, shall be purchased by the
electric public utility which serves the franchise area in which the in-
stallations of such producers are located.

362-A:4 Payment by Public Utilities for Purchase of Output of
Limited Electrical Energy Producers. Public utilities purchasing electri-
cal energy in accordance with the provisions of this chapter shall pay a

80



50 CHAPTER 33 [1978

price per kilowatt hour to be set from time to time, by the public utilities

nnmm’ma\nn

NNV ALIAALISSIVAR

362-A:5 Settlement of Disputes. Any dispute ansmg under the pro-
T3és
L\v

visions of this ¢ n'hnnfnv may be referrad h‘r any party ic tha p..\-d.c util

commission for adJudlcatlon

e D antiern -~ d Ml - il a1l alan OO o~ X ____  _Ma1__. s _
32:2 Effective Date. This act shall take effect 60 days after i
passage.

{Approved June 23, 1978.]
[Effective date August 22, 1978.]

/

=

CHAPTER 33 /
AN ACT CONCERNING THE ASSIGNMENT OF TEMPORARY JUSTICES O¥ TH

SUPREME COURT. o ':/ )
Ro 14 Emnastod has +h Md ) & VP f D * .u..t t' V o PSS 7

e W Lnaciea Jy wne Senat AVES gt UERETUL

Court convened:

o
»
f
<
<

33:1 Justices. Amend RSA 450:1 by striking out gdld section and
inserting in place thereof the following:

4 associate justices, appointed and commissioned prescribed by the
constitution.

33: 2" Temporary Justices. Amend RSA :1‘%0‘/3 by striking out said sec-
tion and inserting in place thereof the following:

450:1 Justices. The supreme court shall conSl;Eév( a chief justice and

450:3 —Disqualification; Temporary Jdstices.

I. The provisions as to the disqualifightion of justices of the superior
court apply to justices of the supre court. Whenever a justice of the
supreme court shall be disqualified oyfotherwise unable to sit in any cause
or matter pending before such co the chief or senior associate justice
of the supreme court may acs‘,‘lf??:flother justice to sit according to the
provisions of paragraph II of th#& section.

II. Upon the retirement, AMisqualification, or inability to sit of any
justice of the supreme coyrf, the chief justice or senior associate justice
of the supreme court m “)?V assxgn a justice of the supreme court who has

retired from regular agfive service to sit during supreme court sesswns
while the vacancy copfinues, or he may notify the chief justice or senior
associate justice of e superior court of such vacancy. Upon such notifica-
tion, the chlef jusidce or semor assocxate JUatlce of the superior court shall
prO‘v‘lue ine supp€me court for each aay of Slttmg uurmg a sess1on while
the vacancyﬁ continue with the names of 2 or more superior court
justices in regular active service or who are retired and are not otherwise
disqualified/ The chief justice or senior associate justice of the supreme
court mgp# then asmgn a Justxce to sit temporarxly on the court from
amongAnose superior court justices whose names have been provided.
I}A justice assigned to sit temporarily on the supreme court pursuant
to nramanh TT nf +’hxq uartf\nn chall haun on f-'hu on#'lnn«m«hr Gf a supreme

L5 4 JaRCess Az VLIvY
urt Justlce to hear arguments, render decisions, and file opinions. No

81
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10 days after the receipt of said application., The applicants for ognﬁ’
recount shall pay to the city clerk for the use of the city a fee of

’
)
)
3
)

INYRS 1 Narl avars Af Daa..1s TE s -~
b o I W ) vseliaration ot DCDUL L iy Al Ssav®cT VU

it shall appear that the result of the voting on said
than that declared upon a canvass of the votes by the ¢
municipal election, the city council shall declare t
upon such recount and such declaration shall be fi
changed upon appeal to the superior court.

ﬂ LCLUU[IL
stion is other
y council after a
result found by it
unless the result is

44:19 Applicability of Election Laws. Cjfies holding elections on days
other than those of state elections shall Me governed by the provisions of
RSA 658 and 655 in the choice of city gidd war

d WBI'G OIIICEI'B 1!'\ 80O Ial' as sucn
provisions are not inconsistent with ty charter provisions or other state
statutes.

f HB 575, An Act codifying the election
e director of legislative services is hereby
authorized, with the appro#al of the speaker of the house and the president
of the senate, to make anges in the numbering of the new chapters of the
RSA inserted by this/act and also the numbering of anv RSA section cross
references both ip/the new chapters and elsewhere in this act, provided
nFive changes may thereby be made. Such authority shall
printing of the 1979 session laws.

410:25 Further Authority.
laws, shall not become law,

PO A ~<l o~ a
Lilat ao s3uUDsSLa
expire upon t}

410:26/ Effective Date. This act shall take effect July 1, 1979,

(Apprbved June 23, 1979.)
(pAffective Date July 1, 1979.)

CHAPTER 411 (HB 771) (Laws of 1979)

AN ACT RELATIVE TO THE SALE OF POWER BY LIMITED
ELECTRICAL ENERGY PRODUCERS,

411:1 Contracting with Private Individuals. Amend RSA 362-A by
inserting after section 2 the following new section:

362-A:Z-a Purchase of Output by Private Sector.

I. A limited producer of electrical energy shall have the authority
to sell its produced electrical energy to not more than 3 purchasers other

A3 aes Al

<1 - [ IYPS N L am o o -t
than the franchise 2lectric ﬁ;‘l.a.lt'y. LouUlt purcnaser way ve€ any Luu;vluuu;,

partnership, corporation or association. The public utilities commission
shall review and approve all contracts concerning a retail sale of
electricity pursuant to this section. The public utilities commission
shall not set the terms of such contracts but may disapprove any contract
which in its judgement: 82
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(a) Fails to protect both parties against excessive liability or
undue risk, or

(b) Entails substantial cost or risk to the electric ut111ty in
whose franchise area the sale takes place, or

(¢) 1Is inconsistent with the publie good.

IT. Upon request of a limited producer, any franchised electrical
public utility in the transmission area shall transmit electrical energv
from the producer's facility to the purchaser's facility in accordance with
the provisions of this section. The producer shall compensate the
transmitter for all costs incurred in wheeling and delivering the current
to the purchaser. The public utilities commission must approve all such
agreements for the wheeling of power and retains the right to order such
wheeling and to set such terms for a wheeling agreement including price
that it deems necessary. The public utilities commission or any party
involved in a wheeling transaction may demand a full hearing before the
comnission for the review of any and all of the terms of a wheeling
agreement.,

ITI. Before ordering an electric utility to wheel power from a
limited electric producer or before approving any agreement for the
wheeling of power, the public utilities commission must find that such an
order or agreement:

(a) is not 1likely to result in a reasonably ascertainable
uncompensated loss for any party affected by the wheeling transaction.

(b) will not place an undue burden on anvy party affected by the
wheeling transaction.

(c) will not unreasonably impair the reliability of the electric

ntilitv wheeline the nower.
................ g power.

(d) will not impair the ability of the franchised electric
utility wheeling the power to render adequate service to its customers.

411:2 Gross Sales. Amend RSA 362-A:3 (supp) as inserted by 1978, 32:1
by striking out said section and inserting in place thereof the following:

362-A:3 Purchase of Output of Limited Electrical Energy Producers by
Public Utilities. The entire output of electric energy of such limited
electrical energy producers, if offered for sale to the electric utility,
shall be purchased by the electric public wutility which serves the
franchise area in which the installations of such producers are located.
No electric public utility shall be required to purchase the entire output
of electric energy if the amount of the purchase exceeds 10 percent of the
utility's gross sales of electricity.

411:3 Effective Date. This act shall take effect 60 days after its

Y W VN WIPN

PCDQGEC .

(Approved June 23, 1979.)
(Effective Date August 22, 1979,)
83



NEW HAMPSHIRE

py a P R

1978 SPECIAL SESSION

House Bill No. 35 was passed by the Legislature and became Chapter

32 of the Laws of 1978, Spfﬁf!! Sggsion. Chapter 32 inserted

CHAPTER 362-A in the New Hampshire Revised Statutes Annotated.

1979 REGULAR SESSION

-----

House Bill No. 771 was passed by the Legisiature and became

Chapter 411 of th

[}
|-‘

awe of 1979, Thie ingerted a new gection

in RSA 362-A: 362-A:2-a; and amended 362-A:3; so that section
362-A:3 should now read as amended by Chapter 411 of the Laws of

1978,

(When the 1979 SUPPLEMENTS to the Revised Statutes Annotated
are printed, Chapter 362-A will be as amended by the 1979

Legislature.)
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SN



Report on Rates

APPENDIX D - NH Public Utilities Commission
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VINCENT J IACOPINO
CHAIRMAN
ICHAEL LOVE SECRETARY
TOMMISSIONE RS
FRANCIS J RIORDAN DE 78-232
MALCOLM J. STEVENSON DE 78-233

Btute of New {ampalire

PUBLIC UTILITIES COMMISSION
Concord 03301
Telephone Area Code 603

271-2452
PRESS RELEASE .
April 19, 1979

The New Hampshire Public Utilities Commission issued its report
today establishing a price to be paid by electric utilities for purchasu
of energy from limited electrical energy producers, such as operators of
small hydro-electric plants. A price of 4.5¢ per kilowatt-hour is est-
ablished for energy from plants which p;oduce such energy on a dependable
capacity basis, while 4.0¢ per kilowatt-hour is set for energy from those
plants which produce such energy on a non-dependable ca
as run-of-the-river hydro plants).

In its decision, the Commission stated that it was guided by the
intent of legislation recently passed by the New Hampshire Legislature and
the United States Congress, both of which call for the development of
small-scale and diversified sources of supplemental electric pnwer, and the
conservation of fossil fuels.

The Commission pointed out that Federal rules have not as yet
been promulgated to fully implement the Federal legislation, but at the
time such rules bec
decision;

The Commission also indicated that annual adjustments of the

prices set will be in order.
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WHISHIRD ELECTR1C COO?ERATIVB, INC,

e

[
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8-233
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PUBLIC SERVICE COMPANY OF niw HAMPSHIRE
Rate for Sale of Energy by Limited p1ae 81 Energy Producers el

n
[¢)
rr
2]
-~
o)
-]
-
(32

N L. .. ‘~«-,....‘-q~-,.—.-,.=
«.00,,

QRDER NQ. 13,589

Upon consfderation of the foregoing Report, which i made a

arg

-3

hereof} it g ‘
OP“ERED.

that purguant to the provisiong of TURPA and, RSA 3627616.

public electrie utilitics purchasing electrical energy from Limited Electric:
Luergy Producers operating plan

5 in the utility'y franchise area, not

involving the uge of nuclear or foan{l fuels, with a developed output cep-

acity of no

iot more than five (5) Megawatts, shall » Or the entire output
of electric energy, 1f offered for sale, a price for tha

3

ext twalv (i2)
wonths faor all energy purchnsed on ang after May 1, 1979, as follows;

A. TFrom plantg which produce energy on na non-dependable
€npacity basis (such ng fun-of-the-river hydro plants) - '

Four (4) cents per kilowatt-hour GUHH

[ ]

® piants which produce energy on a dependable

acity - Four nnd one-half (6.5) cents per

owatt-hour (.L\ﬂ“nd) :

0 (

and it {g

FURTHIR ORDERFD, that the Cormfission wily Te-examine the PURPA

issues in thig proceedirg upon the issuance of rules by ¢y

TURTHER ORDIRED, that {t 1s the {ntent of this Commfgsai

subrequent annual 2d justmente ywi1

1 be mode,

By ordevr of the Public Utilitijes Commission of New Hampshire thi

979. _— NS
7~ '
//‘—/,a - /“ // -
ST ._,;4>-flar————————7”t7,
Vincent J. Jdcopino - : —ﬂ”wl
|
!

eightggnth da‘j."cf Apfil

p—

Exccutive*birector and Secretary
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APPLICATION FOR SHORT-FORM LICENSE (MINOR)

ull name and address:

-
>

T

el
(254
(¥
(¢}
o]
o)
tt
w
"h

- (Zip Code)
2. Location of Project:
State: _ County:
Nearest town: water body:

3. Project description and proposed mode of operation

(reference to Exh ibits X arnd L, as appropriate):

S Y 4

(cont inue on separate sheet, if necessary)

4. Lands of the United States affected (shown on Exhibit K)
(Name) (Acres)
a. National Forest
b. i dian R-servaticr _ —
c. ublic Lands Und
Jurlsdlctlon of R _

d. Other e

. motal U.S. Lands .

/7 Surveyed / 7 Unsurveyed land in public-land

(1) If surveyed land in public-land state provide the

following:

Sections and subdivisions:

Range Township:

Principal base and meridian:

(2) If unsurveyed or not in pu

Item 8 of instructions:

5. Purposes of project (use of power output, etc.)

89
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6. Construction of the project is planned to start
it will be completed wi ithin months from the date of
is

suance of license.
S

+ here and attach copies of State water permits or other

N
) ﬁ

ermits cobtained authorizing the use or diversion of water,

ki

or authorizing (check appropriate box) :
/. ~/ the construction, Operl aticon, and maintenance
/7 the operation and maintenance
of the proposed project
8. Attach an environmental repgrt prepared in accordance

with the requirements set orth in the Instructions for

Completing Application for Short-Form License (Minor) .

halow.

e -

Q = e b

9. Attach Exhibits K and L drawings.

10. State of

County of . sS:

—— e -

\

being duly sworn, epose(s) and say(s) that the contents of

this application are true to the best of knowledge or
pelief and that (check appropriate box)

/ 7/ is (are) a citizen(s) of the United States

/~ / all members of the association are citizens of the

United States

/ / is (are) the duly appoint ed agent(s) of the
state (municipality) (corporation) {associaticn)
and has (have) signed this application this ____ Qaay of ’

(Ap nnlicant (s))

90
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Subscribed

State of

IODAT /
Y2 :3%74

w

-

(Notary Public)
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C
FOR SHORT-FORM LICENSE (MINOR

GENERAL X
1. This application may be used if the proposed or

existing project will have or has a total generating capacity
of not more than 1,500 kW (2,000 horsepower). Advice regarding
£

(47
'
M
(1

Federal Energy Regulatory Commission in Washington, D. C.; or
from one of the Commission's Regional Offices in Atlanta,
Chicago, Fort Worth, New York, or San Francisco.

[
r
a
-

Yo

L<
2
(1]

[Te]
c:

w € Federa 1
i N. Capitol Street, N.E., Washington, D. C.
6. Each of the original and the nine copies of the

ication is to be accompanied by:

st = =R

a. One copy each of Exhibits K and L described below -

b. One copy each of a state water guality certificate

ursuant to Section 401 of the Federal Water
rsuant egera.l ater

pursuan ection 401 the F
Pollution Control Act (or evidence that this
certificate is not needed), and any water rights
certificate or similar evidence required by
state law relating to use or diversion of water.

1=
4l

NI
Vil

=
" 1Y

by f submitting a copy of a Section
certificate (or other certificate), evidence that
appllcatlons for these certificates have been
i riate agencies, or that such

c=2vYyaesa LT ooscl

e a
department Or equivalent to ascertain whether any
such approvals are necessary.)
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d. One copy of Applicant's environmental report,
described below.

3. A

- . -

pplicant is required to consult with
Federal, State, vand local resources agencies during the
preparation of the application and provide interested
agencies with the opportunity to comment on the proposal
prior to its filing with the Commission. The comments
of such agencies must be attached to the application when
filed. A list of agencies to be consulted can be obtained
from the Commission's main bffice or the appropriate regional
office.

4. No work may be started on the project until
receipt of a signed license from the Commission. The
application itself does not authorize entry upon Federal
land for any purpose. 1f the project is located in part or
in whole upon Federal land, the Applicant should contact the
appropriate land management agency regarding the need to
obtain a right-of-way permit. As noted above, other state

or Federal permits may be required.

5. Anp applicant must be: a citizen or association of
citizens of the United States; a corporation organized under
the laws of the United States or a State; a State; or a

municipality.

(a) If the applicant is a natural person, include an
affidavit of United States citizenship.

(b) 1f the applicant is an association, include one
verified copy of its articles of association.
If there are no articles of association, that
fact shall be stated over the signature of each
member of the association. Also include a
complete list of memdbers and a statement ot the
citizenship of each in an affidavit bv one of

them.

93



-13-
Docket No. RM78-9

(c) 1If the appiicant is a corporation, inciude one
of the charter or certificate and articles
of incorporation, with all the amendments,
ified by the secretary of state of
the State where organized, and one copy of the
by-laws. If the project is located in a
state other than that in which the corporation
ic organized, include a certificate from the
secretary of state Oof the State in which the
project is located showing compliance with
the laws relating to foreign corporations.

(d) If the applicant is a state, include a copy of
the laws under the authority of which the

application is made.

(e) 1If the applicant is a municipality as defined
in the Federal Power Act, include one copy of

its charter or other Qraan17af1nn papers dgly

A

- - A - [ o W SN
Tale VUL Lt otalvc

certified by the secretary of s
in which it is located, or other proper authority.
Also include a copy of the State laws authorizing
the operations contemplated by the application.
Include a copy of all m%nutes, resolutions of stockholders
or directors, or other representatives of the applicant,
properly attested, authorizing the filing of the application.

-3

his information can be provided by a letter attached to the

- A— 4
AL .

0
rv

-
i

(o)

PP

[J]

6. If the stream or water body is unnamed, give the name
of the nearest named stream or water body to which it is

tributary.
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7. The project description (application item3 ) shall
include, as appropriate: the number of generating units,
including auxiliary units, the capacity of each unit, and
pe of hydraulic
ription of how the plant 1s to be operated,
c, and whether the plant is to be used for

d average annual generation in kilowatt-hours

I

war

= ald nn
A Ve A -l A

(ad

ha 1 -
or mechanical ene mate e

&
oe

(e

- Yol-)
avye nea

M

Y
; reservoir surface area in acres and, if known, the net

e
—
V]
3
t

and gross storage capacity; estimated hydraulic capacity of
the plant (flow through the plant) in cubic feet per second;
estimated average flow of the stream or water body at the

struction

plant or point of diversion; sizes, capacities, and con
f

[
§
(1)
iﬂ(ll

materials, as appropriate, of pipelines, ditches,
take facilities, powerhouses, dams, transmission lines,

canals, 1
d estimated cost of the project.

8. In the case of unsurveyed public land, or land not

in a public-lands state, give the best legal description
available. Include the distance and general direction -from
the nearest city or town, fixed monument, physical features,
etc.

174 |

| P PR | r - - 11 | SN -
D1TUS N A4Qliu L Sliall e S
r

xhibits K and L shall have identifying

o e calmemd Lk T mm oo
J. LXIl

-L_-"_L-J P
upiiirtreau Ol bﬁpd&d‘.ﬂ

-

(]

drawings. Drawings fo
title blocks and bear the following certification: "“This

drawing is a part of the application for license made by the

iAoy emAad s~ A ey ~E 1Q
11T L DL\.’“!’:U Lildi O uay Vi ’ 4 7 3
"
(Na of Apnlicant)
{(Name oI Applicant)
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10. The Commission reserves the right to require
additio

r?

nal information, or another filing procedure, if data

PO R . [ | < P R N N e T Y] - b a o~ -~
ZOVIUTU 1Jdilale dDulcn acvciiva Lvv

T

EXHIBIT K-PROJECT LANDS_AND_ BOUNDARIE

roads, transmi ines, project boundary, private land
ifferentiate between fee ownership and -
can

Y
plicant only owns an easement). and Federal
d

2. The map shall be an ink drawing or drawing of
similar quality on a sheet not smailer than 8 inches by
10-1/2 inches, drawn to a scale no smaller than one inch
equals 1,000 feet. Ten legible prints shall be sumbitted

2 oA L
with
1

e a mee ) SN

P - — Py 4
on. Upon reguest after review of the
ra

dr
1]
Q
el
"cl
[ald

licati
ication, the tracing must be submitted.

3. The project boundary shall be drawn on the map so
that the relationship of each project facility and reservoir
to other property lipes can be determined. The boundary shall
enclose all project works, such as the dam, reservoir, pipe-
lines, roads, powerhouse, and transmission lines. The
boundary shall be set at the minimum feasible distance from
project works necessary to allow operation and maintenance
of the project and control of the shoreline and reservoir.
The distance in feet from each principle facility to the
boundary shall be shown. The project boundary should be a sur-

asad |

3 A 3 i ea e -
witlil

ted courses and distances. A tape-compass

w

e

[
o}

1
i

<

P |
cycu
u

y Sta
survey is acceptable. True north shall be indicated on the map.
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The area of Federal land in acres within the project
boundary shall be shown. The appropriate Federal agency

should be contacted for assistance in determining the Federal

iand acreage. For clarity,
scale than that used for the overall map to show relation-
ships of project works, natural features, and property lines.

4. Show one or more ties by distance and bearing from
a definite, identifiable point or points on project works
or the project boundary to established corners of the

7=9
A A

[ \

a
h NN
4

=Y e o
c all S‘\.‘ni’ vey l\un“lucnts' 1

'.l-

~ealba )
puu;

5. If the project affects unsurveyed Federal lands,

t
®
l'D 3
0 UJ

h *tion lines shall be shown.

on of township and s

rotract
TOTTX < T oI Towns=al2l 1

-

o)
r
uch protractions, whenever available, shall be those

recognized by the agency of the United States having juris-

diction over the lands. On unsurveyed lands, show ties by

s
distance and bearing to fixed recognizable objects.

6. If the project uses both Federal and private lands,
r

the detailed survey descriptions discussed above for the
...... cee A mme: mmem Vs e Tee ba VT awal) Tamd~ A-.n -.1
project uuunuaxy appiLy Oniiy ¢O reg€ras ianas. GEelNieraz

location data and an approximate project boundary will normally
suffice for project works on private lands.

T L-PROJECT STRUCTURES AND_ EQUIPMENT

. The exhibit shall be a simple ink drawing or drawing

I
1
imilar quality on a sheet no smaller than 8 inches by
2

+0o a scale no smaller than one inch

equals 50 feet for plans and profiles, and one inch equ
10 feet for sections. Ten legible prints shall be submi

¢

with the application.’ Upon request after initial review

of the n'l\r*:af\nn_ tracings must be submitted.
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el yWw., nNNIiuT s

2. The drawing shall show a plan, elevation, and section
of the diversion structure and powerplant. Generating and
auxiliary equipment proposed should be clearly and simply
depicted and described. 1Include a north arrow on the plan

view.

The environmental report should be consistent with
the scope of the project and the environmental impacts of
the proposed action; e.g., authorization to operate and
maintain an existing project, or a project using an existing
dam or other facility, would require less detailed infor-
mation than authorization to construct a new project. The
environmental report shall set forth in a clear and concise

manner:

(1) A brief description of the project and the
mode of operation, i.e., run-of-river, peaking
or other specific mode.

(2) A description of the environmental setting
in and near the project area, to include vegetative
cover, fish and wildlife resources, water quality
and quantity, land and water uses, recreational
use, socio-economic aspects, historical and
archeological resources, and visual resources.
Special attention shall be provided endangered
and threatened plant and animal species, critical
habitats, and sites eligible for or included on
the National Register of Historic Places.
Assistance in the preparation of this information
may be obtained from state natural resources
departments and from local offices of Federal

natural resources agencies.
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A description of the expe

impacts resulting from th
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as applies to

Cusenssamng

(1.) Excerpted from "Legal Obstacles and Incentives to the
Development of Small Scale Hydroelectric Power in New
Hampshire ", by the Energy Law Institute, Franklin Pierce
Low Center, Concord,New Hampshire.

[HYDROELECTRIC PROJECT

Anderson-Nichols & Company,inc. is soley responsible for its
Y interpretation as presented herein.

OWNERSHIP

REGULATION OF SMALL DAMS IN NEW HAMPSHIRE ()

FEASIBILITY OF MINE FALLS, DAM AND JACKSON MILLS DAM;

-does the developer have the legal right to
use of the flowing water? ——
~does -he developer own both banks?

See Flow Diagram for Federal
Regulations

-is the water navigable, public or non-n:avigable?

Y

Apply to state legislature for legislative
charter conferring tne use and enjoyment of
the water course to the developer.

-Public Trust Doctrine,

[Dening lApprovgﬁJ

Apply: for major dam construction permit with Water Resources Board

1
If developer is private entity or municipality

4
File statement with Water Resources Board

/ Y
Water Resources Board determines if dam will
be a menace to public safety if improperly
constructed

NO YES

Y

File plans and specifications with Water
Resources Board

Y Y

Determine: effect on other interests and
apply for necessary permits with appropriate
agencies ,
- dredge and fill and state water quality certificate
from Water Supply and Pollution Control Commission
- dredge and fill in wetlands from Water
Resources Board (Special Board)
- Department of Fish & Game determination
of need for fishladder (s)

Y

>3

— fSuccessfull [Appeal to State Court
| J 15 X

Y
Will the dam generate in excess of 5 megawatts
Oor be a municipal corporation operating out-
side the corporate limits?

Y
m
Y
Dam is not a public utility]

Y

Construction,operation and maintenance of dam.
-comply with conditions of all permits
-utilize Mill Act

\

File Petition with Water Resources Board.
Water Resources Board holds hearing

N

. ~ See Flow Diagram for Federal
Denledl Approved Regulatiors

FLOW DIAGRAM
FOR THE
STATE REGULATIONS

Anderson-Nichols 8 Co., Inc. | U.S.ArmyEngineer Div.New Engiand
) Corps of Engineers
Concord New Hompshire Walthaom, MA
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FEDERAL REGULATION OF SMALL DAMS g
by the Uﬁ
FEDERAL ENERGY REGULATORY COMMISSION REGULATION ':

-..--.III--.-.II...-..I"II---I LAY R Y RN R RN AT RN RN RSN RN R NN LN LD L L
(1.) Excerpted from (Draft) Federal Legal Obstacles and incentives fo the

Bevelopmem of the Small Scgle H*%rgelecfric Potential of the Nineteen

orftheastern United Stotes " by t nergyLawlnstitute,Franklin Pierce Low
[HYDROELECTRIC PROJECU Center,Concord, New Hampshire. ’

y Anderson-Nichols 8 Company,Inc.is solely responsible for itsinterpretation
os presented herein.

File: Declaration of Intent to allow F.E.R.C.
to determine jurisdiction
- mandatory for all new projects

/

Is project under F.E.R.C. jurisdiction?

- Is project located on or does it affect
navigable waterway?

- Is project connected to interstate grid?

YES » Comply with state and local requirements
See flow diagram for State Regulations

File: Preliminary Permit Application
- preference to public entities

permit granted (or permit process bypassed)

v

Prepare F.E.R.C. license applicationif project
will generate less than 1.5 mw.

»{ Prepare Short Form (minor) License
-secure data
-briefly describe environmental impact, and

Y

-acquire land water rights

-sign contract for sale of power

-consult with Fish & Wildlife agencies

-consult with Historical & Archeological
Preservation agencies

-consult list of Endangered Species

-consult Wild & Scenic Rivers designations
-consult National Trails System

-obtain S 404 dredge and fill permit

-obtain S 401 state water quality cerzification
and other state permits {

See flow diagram for
Y State Regulations

File: License application with ¥.E.R.C.
which review for deficiencies

Y

Accepted and Docketed

Y

F.E.R.C. beginz processing license applicaticn

Y

Application section appoints project manager,
reviews for general adeguacy

1

Environmental analysis section reviews impact,
decides if EIS required

l

Y

No EIS required for -minor (<« 1.5 mw) projects
(negative determination prepared)

\

Project Manager receives comments by F.E.R.C.
office on application

Y

Project Manager prepares Power Memorandum
-Office of General Council prepares Commission
Order

Commissioners receive Power Memorandum, final
EIS, Commission Order

Y
Commission Acts on License application
-is the project that best adapted to the compre- FLOW DlAGRAM
hensive development of the waterway FOR THE

-is the project best developed by the Federal

government? FEDERAL REGULAT'ONS

-is the project in the public interest? T—> |APPROVED Anderson-Nichols 8 Co.,Inc |US. Army Engineer Div. NewEngiand

Corps of Engineers
Concord New Hampshire Woltham, MA
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\\\ ~ —NASHUA,NEW HAMPSHIRE FOUNDATION
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Lot ASSESSOR'S
' OWNERS NAME Map & tot & USE REMARKS
Q
1 City of Nashua E 137 Public Public Works Girage @
2 Nashua Foundation £ 1359 Vacant
3 City of Nashua E ~——— Public No lot number > .
‘ City of Nashua E -—e Public No lot number w Q-
5 Charles J. Ritch E 530 -—-- No information available ] Q)
on use wn
6 Albert R. Saenz 3 529 Residential ] (7]
7 Arthur C. Faria E 528 Residential = w
8 oouglas E. Ford E 527 Residential w w
9 F. George Andosca E 526 Residential g :,
1o Robert P. Reese E 525 Residential O
11 Raymond Gidge E 1161 Residential a .
12 Barbara E. Werderman E as4 Residential
13 James C. Crawford e 853 Residential < NOTES: 1. PLAN 8 LOT OWNERSHIP iNFORMATION FROM CITY OF NASHUA TAX ASSESSORS
14 Walter J. Barry E as2 Residential a OFFICE, APRIL 1979
15 Vivian J. St. Laurent E 287 Mltd-ntui ’
16 Sarry J. Palmer 4 969 Residentia.
17 pavid D. Lozesu : 950 Residential 2. % INDICATES NO INFORMATION AVAILABLE
18 James M. Addonizio E ﬁ:: Ron:cnt:ai Lor ASSESSOR'S
19 Paul C. Coppens b 3 Residentia. Ma use REMARKS R
20 James T. Garasky r us Rasident ial ' omERs e P et Anderson - Nichols 8 Co., Inc. U.S. ARMY ENGINEER DIV. NEW ENGLAND
. RPS OF ENGINEERS
21 Edward F. Kelly E 1153 Residential . v 4 6 Residential co
22 Sterling-warner Industrial r 67 Residential :é :..ﬁ::'é:nécf Gravel r Commercial CONCORD NEW HAMPSHIRE WALTHA”, MA.
Investment Corporation 43 Marcel Trepanier E 1176 Residential
» elEERE . i EEa P mE AND MINE FALLS DAMS
Investment Corporation r 68 Residential '3 wWilliam R. Neville E 1174 Residential
24 William G. Robbins 4 66 Commercial Camp 46 Robert Robinson 3 173 Residential
s William G. Robbins r (1] Commercial Camp 47 John H. Hoffman E 1172 Residential
26 Wina K. Pitarys r 64 Residential 8 Edward C. Gassman 4 171 Residential NASHUA M H
27 Zunice E. Moy r () Rasidential 49 Thomas E. Williams E 1170 Residential [] .
28 Eunice E. Roy r 62 Residential 50 Steven J. Salvi E 1169 Residential
29 Pitarys Homes Inc. r 6l Vacant 51 Loring E. Clark E 1168 Residential
30 Reginald G. Walker r 0 Residential 52 Gunnar I. Kahlke E 1167 by No info available on use RECON NAIS SANCE REPORT
31 Reginald G. Walker r 39 Residential 53 Ricard I. Grohosky E 1166 Residential
32 Albert J. Levesque r 70 ——— No info available on use 54 Anthony Storace E 1165 Residential
§oMmramm 1 B e P HYDROELECTRIC FEASIBILITY
34 Albert, J. Levesque r s7 Vacant 56 Michael C. Towle E 1163 Residential
38 Wilfred 0. Dupont r 56 Residential 57 George W. Preston E 1162 Residential
36 Howard Mainey r 258 Residential 58 Guy P. Riendean E 1214 Residential MINE FALLS DAM
3?7 et e————— r 258 ———- Mo info available on 59 Robert B. Maseik E 1213 Residential
owner or use 60 Richard A. Newell E 878 Residential
2 Fred D. Tirrel & 61 City of Nashua F - Public No lot number
Nicholas B. Zasposi r 786 Residential PLAN OF UTTIN
39 Fred D. Tirrel &
Nicholas E. Zamposi r 798 Residential
40 Pred D. Tirrel & s A
Nicholas B. Zamposi [ 4 787 Residencial SCALE: NOT TO SCALE
DATE: MAY, 1979
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DEFINITIONS AND TERMS

CAPACITY - The maximum power output or load for which a turbine-genera-
tor, station or system is rated.

DEPENDABLE CAPACITY - The load carrying ability of a hydropower plant
under adverse hydrologic conditions for the time interval and period
specified of a particular system load.
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ENERGY - The capacity for performing work. The electrical energy term
generally used is kilowatt-hours and represents power (kilowatts)
operating for some time period (hours).

FEDERAL ENERGY REGULATORY COMMISSION (FERC) - An agency in the Depart-
ment of Energy which licenses non-Federal hydropower projects and regu-
lates interstate transfer of electric energy. Formerly the Federal

Power Commission (FPC).

FIRM ENERGY - The energy generation ability of a hydropower plant under

adverse hydrologic conditions for the time interval and period speci-
fied of a particular system load.

FOREBAY - The impoundment immediately above a dam or hydrocelectric plant
intake structure. The term is applicable to all types of hydroelectric
developments (i.e., storage, run-of-river and pumped-storage).

GENERATOR - A machine which. converts mechanical energy into electric
energy.

GROSS HEAD - The difference in water surface elevation as measured in
the forebay and tailrace of 2 hydropower plant, under certain speci-
fied conditions. Usually, gross head refers to the difference be-

tween normal full pool and average tailwater elevations

HYDROELECTRIC PLANT or HYDROPOWER PLANT - An electric power plant in
which the turbine/generators are driven by falling water.

™V Th A ramanitdae chawn Am +ha mamantasac
INSTALLED CAPACITY - The total of the capacities shown on the na nepiates
of the generating units in a hydropower plant.

KILOWATT (Kw) - One thousand watts.

KILOWATT-HOUR (Kwh) - The amount of electrical energy involved with a
one-kilowatt demand over a period of one hour. It is equivalent to
3,413 Btu of heat energy.
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LICENSE APPLICATION - The FERC issues two types of licenses: one for pro-
jects of less than 1.5 Mw in capacity (minor project) and one for large
projects (major project).

LOAD - The amount of power needed to be delivered at a given point on an
electric system.

MEGAWATT (Mw) - One thousand kilowatts.
MEGAWATT-HOURS - (Mwh) - One thousand kilowatt-hours.

NET HEAD - Also called effective head. The gross head less all hydraulic
losses except those chargeable to the turbine.

PENSTOCK - A conduit used to conyey water under pressure, to the turbines
of a hydroelectric plant.

NT FACTOR - Ratio of the average load to the plants installed capacity,

expressed as an annual percentage.

PONDAGE - The amount of water stored behind a hydroelectric dam of rela-
tively small storage capacity used for daily or weekly regulation of
the flow of a river.

POWER (ELECTRIC) - The rate of generation or use of electric energy, usual-
ly measured in kilowatts.

PUBLIC UTILITIES COMMISSION - In New Hampshire the state agency which over-

AnAd + £ A
sees that adequate utility service is provided at fair and reasonable

rates. The commission is an arm of the State Legislature and has the
power to establish utility rates, audit utilities through financial re-
ports, establish service territorles for utilities and set standards of
service for utilities. . !

RIPARIAN LAW - In New Hampshire where the developer's land borders upon a
stream, his ownership will include the bed of the stream. The ownership
of the land bordering the stream gives the developer ownership of the
right to use the water, not ownership of the water. This may be con-
trasted to the Western Riparian law under which the right to use flowing
water accrues in the first user rather than the Riparian or bordering
owner.

RUN-OF-RIVER PLANT - A hydroelectric generating plant which depends chiefly
on the flow of a stream or river as it occurs for generation purposes,
as opposed to a storage project, which has sufficient storage capacity
to carry water from one season to another. Some run-of-river projects
have a 11m1ted storage capac1ty (pondage) which permits them to regulate
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SPECIAL BOARD - In New Hampshire Water Resources Board a committee which
issues permits pertaining to dredging a watercourse for the purpose

of increasing the depth of the impoundment area or r1111ng to insure

Pruy SRR | ctAaliTi ey LAlAacin Amviodacadd Ao M™Min Cenn~naanl manmad TevAalaedA~
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members of the Water Rescurces Beard, Fish and Game, and the Water Sup
ply and Pollution Control Commission.

SPINNING RESERVE - Generating units operating at no load or at partial
load with excess capacity readily available to support additional load.

STANDBY RESERVE - Generating equipment or other facilities reserved for
use in case of outages or other emergency operating conditions. The
oganoarating anninmant and A+thavr Farili+iac mavy A mavy nn+ ha In carviro
5\/]!\;L“\—Llls \.—\1\.‘.&}’]!!\1 e (=398 WV Lllv A ACGwAdlAL LAV lllﬂ-l AL IIIQJ iV O Us Ak DA VAN
normally. This category of reserve should not be confused with spin-
ning reserve.

SYNCHRONIZED OPERATION - An operation wherein electrical generating facil-
ities are electrically connected and controlled to operate at the same

frequency. It is synonymous with operation in parallel.
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TRANSMISSION - The act or process of transporting electric energy in bulk

TDANCMTCCTNN MNIDTH An dimtanmcannantad cruvcdam AF Alantmis $mancmiceinn linac
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and associated equipment for the movement or transfer of electric energy
in bulk between points of supply and points of demand.

TURBINE - The part of a generating unit which is spun by the force of
water or steam to drive an electric generator. The turbine usually con-
sists of a series of curved vanes or blades on a central spindle.
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see the conservation of water, the control of discharges from dams and
all public water related projects The Water Resources Board is also

concerned with the registration of dams and will determine if the dam is
a menace to public safety.

WHEELING - Transportation of electricity by a utility over its lines
another utility; also includes the receipt from and delivery to an
Ciro d A n.C Tal-a ~ -
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